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(57) ABSTRACT

An example apparatus includes a meter to generate first
information indicative of a media presentation mode of a
media presentation application executed by a wireless com-
munication device during a presentation of the media con-
tent received and presented via the wireless communication
device, the media content comprising scheduled program-
ming that is broadcasted or multicasted simultaneously to a
plurality of other wireless communication devices during a
pre-scheduled time; and generate second information indica-
tive of the media content presented via the wireless com-
munication device. A memory is to store the first information
in association with the second information in the wireless
communication device; and store third information in asso-
ciation with the first and second information. The third
information is indicative of at least one of a location of a cell
tower used to transmit the media content, an identifier of the
cell tower, or an identifier of a wireless network access point.

20 Claims, 27 Drawing Sheets

Flight &

1

i

PANEL METERING
INFORMATION DATA
STRUCTURE

WETERING
INFORMATION
PROCESSING SYSTEM

18

-\

\Y

BROADCAST
MONITOR

CONTROL WIRELESS
~ COMMUNICATION
DEVICE

14

DEMOGRAPHIC
INFORMATION
DATA STRUCTURE

REFERENCE METERING
INFORMATION DATA 122
STRUGTURE

118

ACCOUNT
INFORMATION

1207 WIRELESS COMMUNICATIONS
SERVICE PROVIDER



US 9,438,939 B2

Page 2

(1)

(52)

(56)

Int. CL.
HO4H 60/64
HO4H 60/66
HO4N 7/173
HO4N 217258
HO4N 21/414
HO4N 21/426
HO4N 21/442
HO4L 29/08
HO04H 60/32
HO4H 60/37
HO04H 60/40
HO4H 60/43
HO4H 60/44
HO04H 60/50
HO4H 60/51
HO4H 60/58
HO04H 60/59
HO4w 4/06
U.S. CL
CPC ..

(2008.01)
(2008.01)
(2011.01)
(2011.01)
(2011.01)
(2011.01)
(2011.01)
(2006.01)
(2008.01)
(2008.01)
(2008.01)
(2008.01)
(2008.01)
(2008.01)
(2008.01)
(2008.01)
(2008.01)
(2009.01)

HO4N 21/2407 (2013.01); HO4N 21/25841

(2013.01); HO4N 21/25883 (2013.01); HO4N
21/41407 (2013.01); HO4N 21/42684
(2013.01); HO4N 21/4424 (2013.01); HO4N
21/44209 (2013.01); HO4N 21/44222
(2013.01); HO4H 60/32 (2013.01); HO4H
60/37 (2013.01); HO4H 60/40 (2013.01);
HO4H 60/43 (2013.01); HO4H 60/44
(2013.01); HO4H 60/50 (2013.01); HO4H
60/51 (2013.01); HO4H 60/58 (2013.01);
HO4H 60/59 (2013.01); HO4H 2201/90

(2013.01); HO4W 4/06 (2013.01)

References Cited

U.S. PATENT DOCUMENTS

4,558,302
4,658,290
4,677,466
5,016,269
5,031,204
5,119,104
5,214,687
5,241,534
5,289,526
5,319,638
5,345,392
5,390,232
5,436,653
5,444,745
5,451,839
5,460,901
5,481,294
5,490,204
5,546,444
5,572,246
5,579,124
5,603,095
5,621,454
5,642,353
5,644,776
5,673,306
5,675,510
5,699,244
5,796,952
5,799,154
5,859,838
5,872,588
5,938,721
5,978,657
5,987,306

B e P e e 0 D B D 0 > B B 0 > D B D B 0 0 0 D 0 B D >

12/1985
4/1987
6/1987
5/1991
7/1991
6/1992
5/1993
8/1993
2/1994
6/1994
9/1994
2/1995
7/1995
8/1995
9/1995

10/1995
1/1996
2/1996
8/1996

11/1996

11/1996
2/1997
4/1997
6/1997
7/1997
9/1997

10/1997

12/1997
8/1998
8/1998
1/1999
2/1999
8/1999

11/1999

11/1999

Welch
McKenna et al.
Lert, Jr. et al.
Rogers
McKernan
Heller

Kansakoski et al.

Omuro et al.
Chymyck et al.
Lin

Mito et al.
Freeman et al.
Ellis et al.
Ali-Vehmas
Rappaport et al.
Syrjala
Thomas et al.
Gulledge
Roach, Ir. et al.
Ellis et al.
Aijjala et al.
Uola

Ellis et al.
Roy, III et al.
DeRose et al.
Amadon et al.
Coffey et al.
Clark, Jr. et al.
Davis et al.
Kuriyan
Soliman

Aras et al.
Dussell et al.
Suzuki

Nilsen et al.

5,991,735
6,006,260
6,012,096
6,087,952
6,108,637
6,115,680
6,138,147
6,212,386
6,229,840
6,256,498
6,353,929
6,397,256
6,405,245
6,405,251
6,411,725
6,418,424
6,467,089
6,470,386
6,480,497
6,516,189
6,519,241
6,523,175
6,581,025
6,591,312
6,604,100
6,609,102
6,741,684
6,745,011
6,754,470
6,788,926
6,791,472
6,807,515
6,834,308
6,928,280
7,013,136
7,130,616
7,174,293
7,185,352
7,194,752
7,194,758
7,206,647
7,220,910
7,222,071
7,289,643
7,302,573
7,302,574
7,362,091
7,386,473
7,549,052
7,555,306
7,590,568
7,613,635
7,644,156
7,650,407
7,653,724
7,716,326
7,720,963
7,720,964
7,756,974
7,783,489
8,121,591
8,145,966
8,185,351
8,514,907
2002/0025795
2002/0059218
2002/0107726
2002/0112048
2002/0133393
2002/0178410
2002/0188696
2003/0005430
2003/0028872
2003/0054757
2003/0066074
2003/0105769
2003/0115586
2003/0177488
2003/0229534

A 11/1999
A 12/1999
A 1/2000
A 7/2000
A 8/2000
A 9/2000
A 10/2000
Bl 4/2001
Bl 5/2001
Bl 7/2001
Bl 3/2002
Bl 5/2002
Bl 6/2002
Bl 6/2002
Bl 6/2002
Bl 7/2002
Bl  10/2002
Bl  10/2002
Bl  11/2002
Bl 2/2003
Bl 2/2003
Bl 2/2003
B2 6/2003
Bl 7/2003
Bl 8/2003
B2 8/2003
B2 5/2004
Bl 6/2004
B2 6/2004
Bl 9/2004
Bl 9/2004
B2  10/2004
Bl  12/2004
Bl 8/2005
B2 3/2006
B2  10/2006
B2 2/2007
B2 2/2007
Bl 3/2007
Bl 3/2007
B2 4/2007
B2 5/2007
B2 5/2007
B2  10/2007
B2 112007
B2 112007
B2 4/2008
B2 6/2008
B2 6/2009
B2 6/2009
B2 9/2009
B2  11/2009
B2 1/2010
B2 1/2010
B2 1/2010
B2 5/2010
B2 5/2010
B2 5/2010
B2 7/2010
B2 8/2010
B2 2/2012
B2 3/2012
B2 5/2012
B2 82013
Al 2/2002
Al 5/2002
Al 8/2002
Al 8/2002
Al 9/2002
Al 112002
Al 12/2002
Al 1/2003
Al 2/2003
Al 3/2003
Al 4/2003
Al 6/2003
Al 6/2003
Al 9/2003
Al 12/2003

Gerace

Barrick, JIr. et al.
Link et al.
Prabhakaran
Blumenau
Coffee et al.
Weaver et al.
Briere et al.
Ichihara

Ludwig

Houston

Chan et al.
Burson et al.
Bullard et al.
Rhoads
Hoffberg et al.
Aust et al.
Combar et al.
Flammer, III et al.
Frangione et al.
Theimer

Chan

Lehman
Greaves et al.
Fernandez et al.
Kolls

Kaars

Hendrickson et al.
Hendrickson et al.

Frangione et al.
Hofiberg
Vogel et al.
Tkezoye et al.
Xanthos et al.
Frangione et al.
Janik

Kenyon et al.
Hallford et al.
Kenyon et al.
Waki et al.
Kumar
Plastina et al.
Neuhauser et al.
Brunk et al.
Kogure et al.
Conwell et al.
Heisler et al.
Blumenau
Haitsma et al.
Liu
Blumenau
Blumenau
Blumenau
Blumenau
Blumenau
Blumenau
Blumenau
Blumenau
Blumenau
Kenyon et al.
Topaltzas
Roblett et al.
Crystal et al.
Wright et al.
Sharon et al.
August et al.
Torrance et al.
Gruyer et al.
Tatsumi et al.
Haitsma et al.
Ullmann et al.
Kolessar

Milovanovic et al.

Kolessar et al.
Zimmerman et al.
Harris

Lejouan et al.
Smith et al.
Frangione et al.



US 9,438,939 B2
Page 3

(56) References Cited
U.S. PATENT DOCUMENTS

2003/0232649 Al
2004/0019675 Al
2004/0078292 Al
2004/0122679 Al
2004/0177253 Al
2004/0254887 Al
2005/0009465 Al
2005/0052578 Al
2005/0060542 Al
2005/0096986 Al
2005/0176424 Al
2005/0181722 Al
2005/0203798 Al
2005/0204379 Al
2005/0216509 Al
2005/0262251 Al
2005/0289622 Al
2006/0026162 Al
2006/0085812 Al
2006/0294225 Al
2007/0011040 Al
2007/0106787 Al
2007/0106792 Al
2007/0129952 Al
2007/0174877 Al
2007/0274537 Al
2007/0288277 Al
2007/0288476 Al
2007/0294057 Al
2007/0294132 Al
2007/0294705 Al
2007/0294706 Al
2008/0098432 Al
2008/0109295 Al
2008/0126420 Al
2009/0171767 Al
2009/0203368 Al
2010/0299604 Al

12/2003 Gizis et al.
1/2004 Hebeler, Ir. et al.
4/2004 Blumenau
6/2004 Neuhauser et al.
9/2004 Wau et al.

12/2004 Jacoby
1/2005 Ross et al.
3/2005 Phillips et al.
3/2005 Risan et al.
5/2005 Taylor et al.
8/2005 Kumar et al.
8/2005 Kopra et al.
9/2005 Jensen et al.
9/2005 Yamamori
9/2005 Kolessar et al.

11/2005 Klemets et al.

12/2005 Vanlerberghe et al.
2/2006 Salmonsen et al.
4/2006 Shishegar et al.

12/2006 Grecco et al.
1/2007 Wright et al.
5/2007 Blumenau
5/2007 Blumenau
6/2007 Kenyon et al.
7/2007 Papillon et al.

11/2007 Srinivasan

12/2007 Neuhauser et al.

12/2007 Flanagan et al.

12/2007 Crystal et al.

12/2007 Zhang et al.

12/2007 Gopalakrishnan et al.

12/2007 Neuhauser et al.
4/2008 Hardacker et al.
5/2008 McConochie et al.
5/2008 Wright et al.
7/2009 Kolessar
8/2009 Marsyla et al.

11/2010 Blumenau

FOREIGN PATENT DOCUMENTS

EP 1763163 3/2007
JP 06292197 10/1994
JP 2000-222314 8/2000
JP 2002051274 2/2002
KR 2000-0009559 2/2000
KR 2005-0029937 3/2005
WO 98/10349 3/1998
WO 98/26541 6/1998
WO 98/43455 10/1998
WO 00/04476 1/2000
WO 01/72058 9/2001
WO 02/17612 2/2002
WO 02/19625 3/2002
WO 03095945 11/2003
WO 2005039179 4/2005
WO 2005/046201 5/2005
WO 2005/065159 7/2005

OTHER PUBLICATIONS
Korean Intellectual Property Office, “Notice of Final Rejection,”
issued in connection with Korean Patent Application No. 10-2008-
7026243, on Oct. 28, 2014 (6 pages).
Korean Intellectual Property Office, “Notice of Final Rejection,”
issued in connection with Korean Patent Application No. 10-2008-
7026243, on Jan. 13, 2015 (9 pages).
United States Patent and Trademark Office, “Non-Final Office
Action,” issued in connection with U.S. Appl. No. 11/877,413, on
Jul. 8, 2009 (17 pages).
United States Patent and Trademark Office, “Final Rejection,”
issued in connection with U.S. Appl. No. 11/877,413, on Dec. 30,
2009 (20 pages).

United States Patent and Trademark Office, “Non-Final Office
Action,” issued in connection with U.S. Appl. No. 11/877,413, on
Aug. 6, 2010 (18 pages).

United States Patent and Trademark Office, “Final Rejection,”
issued in connection with U.S. Appl. No. 11/877,413, on Mar. 4,
2011 (21 pages).

United States Patent and Trademark Office, “Non-Final Office
Action,” issued in connection with U.S. Appl. No. 11/877,413, on
Apr. 12, 2012 (19 pages).

United States Patent and Trademark Office, “Notice of Allowance,”
issued in connection with U.S. Appl. No. 11/877,413, on Oct. 30,
2012 (8 pages).

United States Patent and Trademark Office, “Notice of Allowance,”
issued in connection with U.S. Appl. No. 11/877,413, on Mar. 13,
2013 (9 pages).

Patent Cooperation Treaty, “International Preliminary Report on
Patentability,” issued in connection with International Patent Appli-
cation No. PCT/US2007/007819, on Sep. 30, 2008 (12 pages).
European Patent Office, “Extended European Search Report,” in
connection with Application No. 07754351.0, mailed on Oct. 28,
2013, 7 pages.

Vucetic et al. “Network Management Applications for Wireless
Local Loop,” Electrotechnical Conference, 1998, MELECON 98,
9" Mediterranean, vol. 2, May 18-20, 1998, pp. 787-791.

Hilbert et al., “An Approach to Large-Scale Collection of Applica-
tion Usage Data Over the Internet,” IEEE, 1998, 10 pages.
Canadian Intellectual Property Office, “Examination Report,”
issued on Jun. 11, 2012, in Canadian Patent Application No.
2,666,199, 3 pages.

Jain et al. “Congestion Avoidance in Computer Networks With a
Connectionless Network Layer,” Digital Equipment Corporation,
Copyright 1988, Version: Jun. 1, 1997 (21 pages).

QUALCOMM Incorporated, “Flo Technology Overview,” Media
Flo,  http://www.qualcomm.com/common/documents/brochures/
tech_overview.pdf, issued in 2007 (24 pages).

Real, “Helix Universal Server Administration Guide,” Helix Uni-
versal Server Version 9.0, Chapter 10: Simulated Live Broadcasts,
accessed via http://service.real.com/help/library/guides/
helixuniversalserver/htmfiles/igslta. htm (Retrieved from Internet on
Mar. 9, 2007), 2002 (22 pages).

Real, “Helix Universal Server Administration Guide,” Helix Uni-
versal Server Version 9.0, Chapter 13: Multicasting, accessed via
http://service.real.com/help/library/guides/helixproxyconfig/
htmfiles/multicas.htm (Retrieved from Internet on Mar. 9, 2007),
2002 (6 pages).

Real, “Helix Universal Server Administration Guide,” Helix Uni-
versal Server Version 9.0, Chapter 8: Multicasts, accessed via
http://service.real.com/help/library/guides/helixuniversalserver/
htmfiles/multicst. htm (Retrieved from Internet on Mar. 9, 2007),
2002 (14 pages).

Patent Cooperation Treaty, “International Search Report,” issued by
the International Searching Authority in connection with counter-
part PCT application No. PCT/US2007/007819, mailed May 6,
2008 (5 pages).

Patent Cooperation Treaty, “Written Opinion of the International
Searching Authority,” issued by the International Searching Author-
ity in connection with counterpart PCT application No. PCT/
US2007/007819, mailed May 6, 2008 (11 pages).

Korean Intellectual Property Office, “Notice of Preliminary Rejec-
tion,” issued in connection with Korean Patent Application No.
10-2008-7026243, on Sep. 25, 2013 (5 pages).

Korean Intellectual Property Office, “Notice of Preliminary Rejec-
tion,” issued in connection with Korean Patent Application No.
10-2008-7026243, on Mar. 14, 2014 (5 pages).

Canadian Intellectual Property Office, “Office Action,” issued in
connection with Canadian Patent Application No. 2,666,199, on Jul.
23, 2013 (2 pages).

European Patent Office, “Extended European Search Report,”
issued in connection with application No. EP 15003366.0, on Mar.
18, 2016, 5 pages.

Korean Intellectual Property Office, “Notice of Allowance,” issued
in connection with application No. KR 10-2015-7016736, on Mar.
23, 2016, 3 pages.



U.S. Patent Sep. 6, 2016 Sheet 1 of 27 US 9,438,939 B2

)
MEDIA CONTENT >
PROVIDER 104
>
108

110 124
106/
MEDIA MEASUREMENT
ENTITY

0 PANEL METERING
12 INFORMATION DATA CONTROL WIRELESS
STRUCTURE = ~ COMMUNICATION
(‘128 DEVICE
METERING
INFORMATION 116 14
PROCESSING SYSTEM BROADCAST |-
— MONITOR
126 118 D
—= 102
DEMOGRAPHIC
INFORMATION REFERENCE METERING \
DATA STRUCTURE INFORMATION DATA 122 =}
STRUCTURE

ACCOUNT
INFORMATION

120-/ WIRELESS COMMUNICATIONS
SERVICE PROVIDER

FIG. 1



U.S. Patent

PANEL MEMBER
WIRELESS
COMMUNICATION

Sep. 6, 2016

202

Sheet 2 of 27

CONTROL
WIRELESS

COMMUNICATION

DEVICE

US 9,438,939 B2

DEVICE 202
Lz~ \\\| METER |
[ METER | 206 |/
f“204 \ A 4
h 4 REFERNCE
PANEL METERING
METERING FILE
FILE 104
102
106 ~ //
Y / -
110 » 112 VALIDATOR 118
MEDIA CONTENT MEDIA MEASUREMENT
PROVIDER ENTITY
FIG. 2
PANEL MEMBER
WIRELESS
COMMUNICATION ( 102
DEVICE 202
v 0
[ METER [ BROADCAST V
1 204 306\\ MONITOR 114
PANEL METER -
METERING
FILE REFERENCE
METERING
FILE
104
106 ~ N
(—208
110 » 112 VALIDATOR 4@
MEDIA CONTENT MEDIA MEASUREMENT
PROVIDER ENTITY

FIG. 3



US 9,438,939 B2

Sheet 3 of 27

Sep. 6, 2016

U.S. Patent

G Old

NOILVYHNA | HIDONIHLS | FIANIL | NOILYdNnad | ANWIL | NOILvdNa | NIL SN1V1S JNIL | SNLVLS JNIL
HLONTYLS TYNOIS OANIIOVSN ddV |  O4ANITIVO | SNLVLS AY3LLVE | SNLYLS 440/NO
015~ 805~  <¥JI4ILNIAI IDIAIA SSTTTHIM> 909 N N
NOILVINHOANI SNLV.LS IDIATA |
N 006

v Old

13d0OIN 30IA3A SSTTIHIMN

d3dINOHd FOINGFS YHOMLAN SSTTIHIM

/
IXVIN FOIAIA SSTTFHIM [—_
/
H3I4ILNIAI 3DIAIA SSTTIHIM [~

d314ILN3Al TYNINGTL VIAIN //

NOILVOI4ILN3AlI 30IAIA




US 9,438,939 B2

Sheet 4 of 27

Sep. 6, 2016

U.S. Patent

L Old

NOILvdNd| JNIL®3LVA

NOILdIHOS3IA | NOILVdNd | JNIL®3LVA | NOlLvdNd | JNILR31vd

ONINVOY S3ANSSI TWOINHOAL 30IA3A ONIAYYYD
Ngoy <¥3IHILNIAI FOINA SSTTIIM> N, N 2o
NOILYIWMOANI 39VSN )
" 002
9 9Ol
3000 diz W1s0d ]~
OVNONYI |~ %19
NOLLYANO00 |~ 919
ERTRI N
LNFWAOTANZ [~ 219
NOLLYONG3 ]~ 0}9
INOONI|~_ 809
(31va HLYI9) 3OV /.8@
¥3AN3O [~ 09
<"3I4ILNIAl IDIAIA SSTTTUIM> 209
, NOILVINHOANI DIHdVEOOWAA )
v/oom



US 9,438,939 B2

Sheet 5 of 27

Sep. 6, 2016

U.S. Patent

8 9Old

4808

/

NOISH3A

JNVYN | (O1N) IWIL ANT NOISS3S

JHYML40S NOILYINISTHd

(51N) JNIL aN3T

ONIMIIN SNOINTHA

(D1N) INIL 19V1S

(3]

808

oL~

908 -

<d3141LN3Al FJINIA SSTATIHIM> N 108 - z08

NOILYINHOANI NOISS3S ONIM3IIA

" 0o8



U.S. Patent Sep. 6, 2016

Sheet 6 of 27

US 9,438,939 B2

CONTENT SESSION INFORMATION
<WIRELESS DEVICE IDENTIFIER>

START TIME (UTC)

END TIME (UTC)

SERVICE PROVIDER

DELIVERY TYPE

CONTENT TYPE

PROGRAM ASSET ID

PROGRAM NAME/TITLE

EPISODE NAME

CONTENT DISTRIBUTOR

CONTENT PROVIDER

CHANNEL NUMBER

CHANNEL NAME

IP TIME OFFSET

TRANSMITTING TOWER ID

LOCATION INFORMATION

CONTENT
SPECIFICATIONS

FRAMES PER SECOND

VIDEO RESOLUTION

AUDIO QUALITY

936\

g3g J USAGE DATA

940\ EVENT COUNT
942\ TIMESTAMP (UTC)
944\ DURATION
946\ OPERATION MODE
948\ TIME OFFSET

X | PRESENTATION

950_ | INFORMATION

952\ VOLUME LEVEL
954\ HEADSET/SPEAKER

SCREEN CONTRAST RATIO

FIG. 9



U.S. Patent Sep. 6, 2016 Sheet 7 of 27 US 9,438,939 B2

1000 \
1006
1002 CHANNEL LINEUP AND CONTENT PROGRAMMING
N 1004~
CHANNEL | CHANNEL PROGRAMMING <DATE>
NUMBER NAME [12:00 AM |12:30 AM [1:00 AM 11:30 PM
2 WBBM
3 ACCESS
4 WGBO
5 WMAQ
6 ACCESS
7 WLS
50 TBS
51 ABC FAMILY

FIG. 10



U.S. Patent Sep. 6, 2016 Sheet 8 of 27 US 9,438,939 B2

1100\»
EXAMPLE METERING INFORMATION
<MeteringData>
, 404
[— <device>
<ceiiPhoneId>5553214567</ceiiPhoneId><)
1102 <cellCarrier>Sprint</ce_lCarrier> ‘_;;———"406
<cellDevice>Motorola v710</cellDevice>
| </device>
[ <viewer> 618 408, 410
1104 <zipCode>34695</zipCode> €5
</viewer> 802, 804, 806

<viewingSession stime= 1111885458 etime= 1111895656)
petime= 1111865458>

N

810
<playerName>MediaAcmePlayer</playerName> 902, 904

<playerVersion>1.0</playverVersion> ‘)
/— <contantSession stime=1111895458 =time=1111895656>
906

908‘-><serviceProvider>MediaAcme</serviceProvider>
~yp<deliverylype>l</deliveryType>
910‘\—y<contentType>1</contentType>
914*~—y<programName>Fox News</programName>
922 <channelNumber>13</channellNumber>
<channelName>Fox</channelNamne>
924‘/,’)<contentinfo framesSec=20 resolution=QVGA />

/~ <tsagelata>
928 k 930 4\ 932
/> <event>

936 <count>1l</count>

1106< <timestamp>1111895656</timestamp>

<duration>300</duration>

11 08< <mode>play</mode>
<contertOQffset>0</contentOttset>

</event>

/) <event>

936 <count>2</count>
<timestamp>1111895956</timestamp>
<duration>30</duration>
<mode>pause</mcde>
<contentOffset>0</contentOffset>

</event>

1110<

\__</usageData>

\ </contentSessicn>

(N </viewingSession>

</MeteringData>

FIG. 11



U.S. Patent Sep. 6, 2016 Sheet 9 of 27 US 9,438,939 B2

1200
\

COMMUNICATION METERING INFORMATION
a4 INTERFACE GENERATOR/COLLECTOR [
1202 1210
e MEMORY LOCATION INTERFACE |~
1204 1212
| DATA PACKET ANALYZER STATUS MONITOR ™~
1206 1214
/7 MEDIA DECODER(S) APPLICATION MONITOR |~
1208 1216
CLOCK ~
1218

FIG. 12



U.S. Patent Sep. 6, 2016 Sheet 10 of 27 US 9,438,939 B2

Y

PANEL METERING BsgﬁﬁﬁgsT
INFORMATION DATA 5
STRUCTURE 116 114

112

REFERENCE METERING
INFORMATION DATA 118

STRUCTURE
1302 ~
PANEL METERING REFERENCE METERING
INFORMATION INFORMATION
INTERFACE INTERFACE
1304 -
208 ~
VALIDATOR
1308 ~ 1310 ~
ANALYZER REPORT GENERATOR
1306 ~ 1312 ~
DEMOGRAPHIC
INFORMATION USER INTERFACE
INTERFACE
DEMOGRAPHIC A
126 |INFORMATION DATA 1300
STRUCTURE



U.S. Patent Sep. 6, 2016 Sheet 11 of 27 US 9,438,939 B2

1402~ )

ADVERTISE PARTICIPATION IN METERING PROGRAM
TO POTENTIAL PANEL MEMBER

1404~ v NO
< REQUEST TO PARTICIPATE? >
YES
1406~
] OBTAIN DEMOGRAPHICS INFORMATION ]
1408~ v
ENABLE METERING OF WIRELESS COMMUNICATION
DEVICE
1410~ v
OBTAIN AND PRESENT MEDIA CONTENT
1412~ v
GENERATE AND/OR COLLECT PANEL METERING
INFORMATION
1414~ v
TAG PANEL METERING INFORMATION WITH
TIMESTAMP(S)
1416~ v
TAG PANEL METERING INFORMATION WITH DEVICE
IDENTIFIER(S)
1418 \ 4
NO COMMUNICATE PANEL METERING INFORMATION TO
CENTRAL COLLECTION FACILITY?
YES
1420~ v
COMMUNICATE PANEL METERING INFORMATION TO
MEDIA CONTENT PROVIDER
1422~ f VES
< CONTINUE METERING OTHER MEDIA CONTENT? >———
NO
A 4
C END )

FIG. 14



U.S. Patent

Sep. 6, 2016

Sheet 12 of 27

OBTAIN DEMOGRAPHIC
INFORMATION

US 9,438,939 B2

| (1502
| DISPLAY OPTIONS FOR LEVEL OF DEMOGRAPHICS |
NO ¢ 1504
—<_ REQUEST TOTAL ANONYMITY? S
YES
, 1506
| DO NOT COLLECT DEMOGRAPHIC INFORMATION ~ |———
v ~ 1508
NO
—< REQUEST PARTIAL ANONYMITY? >
YE
, ° 1510

OBTAIN WIRELESS DEVICE IDENTIFIER AND/OR

POSTAL ZIP CODE

—1512

%

PROVIDE DEMOGRAPHICS VIA WIRELESS

COMMUNICATION DEVICE?

D

YES

y

1514

DISPLAY USER INPUT SCREEN FOR PANEL MEMBER
TO PROVIDE DEMOGRAPHIC INFORMATION

A 4

—1516

DISPLAY MESSAGE INSTRUCTING PANEL MEMBER TO
ACCESS WEBSITE OR DIAL-IN NUMBER TO PROVIDE

DEMOGRAPHIC INFORMATION

i
«

y
( END/RETURN )

FIG. 15



U.S. Patent

Sep. 6, 2016 Sheet 13 of 27

US 9,438,939 B2

— 1602

STORE START TIME INFORMATION

%

v

COLLECT DATA PACKET
INFORMATION?

YES
A 4

§ 1604

~ 1606

COLLECT DATA PACKET INFORMATION

)
Y o

§ 1608

~ 1610

NO Y
—< COLLECT CODES?
YES
Y
COLLECT CODES
NO Y
—< GENERATE SIGNATURES?

YES
A 4

§ 1612

~ 1614

GENERATE SIGNATURES

%

A 4
COLLECT CELL TOWER
INFORMATION?

YES

Y

~ 1618

COLLECT CELL TOWER INFORMATION

»

&<

Ll

A 4
COLLECT LOCATION
INFORMATION?

YES

Y

~ 1622

COLLECT LOCATION INFORMATION

I
»

A 4

&/

FIG. 16A




U.S. Patent

Sep. 6, 2016

Sheet 14 of 27

US 9,438,939 B2

\ 4

~ 1624
NO COLLECT TRANSMISSION QUALITY
INFORMATION?
YES
v ~ 1626
COLLECT TRANSMISSION QUALITY
INFORMATION
1 1628
NO COLLECT MEDIA QUALITY
INFORMATION?
YES

~ 1630

| COLLECT MEDIA QUALITY INFORMATION |

A .

>

y

COLLECT MEDIA PRESENTATION

INFORMATION?

YES
4

~ 1634

COLLECT MEDIA PRESENTATION

INFORMATION

A -
>

y

%
%

COLLECT DEVICE STATUS
INFORMATION?

5 1636

YES
4

~ 1638

| COLLECT DEVICE STATUS INFORMATION |

A -

’

A 4

~ 1640

<

CONTINUE METERING?

YES
>TE

NO

~ 1642

y
STORE END TIME INFORMATION |

(END/RETURN)

FIG. 16B

Y

&/



U.S. Patent

Sep. 6, 2016

Sheet 15 of 27

US 9,438,939 B2

( START )

y 1702
USAGE INFORMATION? 5

NO 3
——<_ COLLECT APPLICATION

YES
v ~ 1704

COLLECT APPLICATION USAGE INFORMATION

)

»

y

§ 1706

USAGE INFORMATION?

NO A
—<C_ COLLECT PHONE CALL

YES
4

~ 1708

COLLECT PHONE CALL USAGE INFORMATION

L.
Lad

A 4

§ 1710

COLLECT ROAMING INFORMATION?

NO:

YES
4

~ 1712

COLLECT ROA

MING INFORMATION

L
»

y

§ 1714

SSUES INFORMATION?

NO A
% COLLECT TECHNICAL |

YES
4

~ 1716

COLLECT TECHNICAL

ISSUES INFORMATION

.
>

\ 4

§ 1718

DEVICE INFORMATION?

NO
% COLLECT CARRYING

YES
4

~ 1720

COLLECT CARRY

ING DEVICE INFORMATION

a
»

(E

h 4
ND/RETURN)

FIG. 17



U.S. Patent Sep. 6, 2016 Sheet 16 of 27 US 9,438,939 B2

NO

C START )

. — 1802
COLLECT REFERENCE METERING

INFORMATION FOR ALL MEDIA CONTENT

DELIVERED BY THE MEDIA CONTENT
PROVIDER?

YES
, 1804

COLLECT REFERENCE METERING INFORMATION FOR
ALL MEDIA CONTENT DELIVERED BY THE MEDIA
CONTENT PROVIDER

3 ~1806

SELECT MEDIA CONTENT AND/OR MEDIA CONTENT
DELIVERY TIMES TO METER

) 1808

COLLECT REFERENCE METERING INFORMATION FOR
SELECTED MEDIA CONTENT AND/OR MEDIA CONTENT
DELIVERY TIMES

»
<

Y

C END )

FIG. 18



U.S. Patent Sep. 6, 2016

NO

Sheet 17 of 27 US 9,438,939 B2

( START D)

e 1902

COLLECT PANEL METERING INFORMATION
FROM ALL WIRELESS COMMUNICATION
DEVICES?

YES

, ~ 1904

COLLECT PANEL METERING INFORMATION FROM ALL
WIRELESS COMMUNICATION DEVICES

3 ~1906

COLLECT PANEL METERING INFORMATION FROM
SUBSET OF WIRELESS COMMUNICATION DEVICES

<

A

, ~1908

STORE PANEL METERING INFORMATION IN PANEL

METERING INFORMATI

ON DATA STRUCTURE

( END )

FIG

.19



U.S. Patent Sep. 6, 2016 Sheet 18 of 27 US 9,438,939 B2

( START )
~2012
||  OBTAIN PANEL METERING INFORMATION |
v 2014
|  OBTAIN REFERENCE METERING INFORMATION |
v 2016
||  VALIDATE PANEL METERING INFORMATION ||
v 2018
TAG VALID PANEL METERING INFORMATION ENTRIES
AS VALID
v 2020
NO ANALYZE PANEL METERING INFORMATION
WITH TOTAL ANONYMITY?
YES
v 2022
|[DO NOT RETRIEVE ANY DEMOGRAPHIC INFORMATION ——
L 2024
NO ANALYZE PANEL METERING INFORMATION
WITH PARTIAL ANONYMITY?
YES
v 2026
RETRIEVE WIRELESS DEVICE IDENTIFIER AND/OR
POSTAL ZIP CODE
v 2028
DETERMINE GENERAL DEMOGRAPHIC INFORMATION
BASED ON POSTAL ZIP CODE OR RETRIEVE PARTIAL
DEMOGRAPHIC INFORMATION BASED ON WIRELESS
DEVICE IDENTIFIER

RETRIEVE SUBSTANTIAL DEMOGRAPHIC
INFORMATION

, (~2032
| ANALYZE PANEL METERING INFORMATION |

v 2034
| GENERATE REPORTS |

!

C END

FIG. 20A



U.S. Patent Sep. 6, 2016 Sheet 19 of 27 US 9,438,939 B2

C START D)
(2052
RETRIEVED PANEL METERING INFORMATION ENTRY  l¢———
v 2054
NO DOES CORRESPONDING REFERENCE METERING

INFORMATION ENTRY EXIST FOR RETRIEVED PANEL
METERING INFORMATION ENTRY?

YES
v —2036
RETRIEVE PANEL METERING INFORMATION ENTRY
¢ 2058
DOES MEDIA IDENTIFICATION INFORMATION IN PANEL
NO METERING INFORMATION ENTRY MATCH MEDIA

IDENTIFICATION INFORMATION IN REFERENCE
METERING INFORMATION ENTRY?

YES
v 2060

RETRIEVE TECHNICAL ISSUES INFORMATION

¢ 2062
DOES TECHNICAL ISSUES INFORMATION INDICATE YES
PROBLEMS ADVERSELY AFFECTING PRESENTATIONS
OF MEDIA CONTENT?

NO
i (2064

—{  TAG PANEL METERING INFORMATION ENTRY AS VALID |
—2066
[ TAG PANEL METERING INFORMATION ENTRY AS SUSPECT Je—

>

(I 2068

DOES PREVIOUS VIEWING SESSION END TIME YES
STORED IN CURRENT ENTRY MATCH SESSION END
TIME OF PREVIOUS ENTRY?

NO
v (~2070

| INDICATE MISSING DATA RECORDS |—>

(2072
>/ TAG PANEL METERING INFORMATION ENTRY AS INVALID |

»i
<

YES
< ANOTHER PANEL METERING INFORMATION ENTRY? >—

L N° (2074
C RETURN D) FIG. 20B




U.S. Patent Sep. 6, 2016 Sheet 20 of 27 US 9,438,939 B2

ANALYZE PANEL METERING
INFORMATION

2124
2102
RETRIEVE START AND END NO TR,IzE-IS—IIT/IIIES\QIEON
TIME INFORMATION
QUALITY
v (2104 INFORMATION?
NO RETRIEVE DATA VES
PACKET v ~2126
INFORMATION? RETRIEVE TRANSMISSION
YES QUALITY INFORMATION
v 2106 —
RETRIEVE DATA PACKET ¥ ~2128
INFORMATION
NO RETRIEVE MEDIA
'" r_21 08 QUALITY
NO ?
RETRIEVE CODES? > INFORMATION®
YES YES
L 4 (2110 v ~2130
| RETRIEVE CODES | RETRIEVE MEDIA QUALITY
> INFORMATION
) ~2112 N
NO < RETRIEVE > v 2132
SIGNATURES? NO RETRIEVE MEDIA
YES PRESENTATION
2114 INFORMATION?
[ RETRIEVE SIGNATURES |
YES
> v 2134
3y ~2116
% RETRIEVE CELL > F;ERTERS'E\G 2’.'%:\?
?
TOWER INFORMATION? INFORMATION
YES
v ~2118 >
v ~2136
RETRIEVE CELL TOWER
INFORMATION NO RETRIEVE DEVICE
STATUS
~ ?
( ~2120 INFORMATION?
NO RETRIEVE LOCATION YES 2138
INFORMATION? C
YES RETRIEVE DEVICE STATUS
4 2122 INFORMATION
RETRIEVE LOCATION —
INFORMATION g
» B
A 4

@ FIG. 21A



U.S. Patent Sep. 6, 2016 Sheet 21 of 27 US 9,438,939 B2

2140

NO
% RETRIEVE APPLICATION USAGE INFORMATION? >

YES
v 2142
RETRIEVE APPLICATION USAGE INFORMATION
>
NG y 2144
——<_ RETRIEVE PHONE CALL USAGE INFORMATION? >
YES
v 2146
RETRIEVE PHONE CALL USAGE INFORMATION
>
NO ! 2148
—< RETRIEVE ROAMING INFORMATION? >
YES
i 2150
RETRIEVE ROAMING INFORMATION
>
NG 3 2152
———<_ RETRIEVE TECHNICAL ISSUES INFORMATION? >
YES
|l 2154
RETRIEVE TECHNICAL ISSUES INFORMATION
P>
NO 3 (2156
< RETRIEVE CARRYING DEVICE INFORMATION? >
YES
v (2158
RETRIEVE CARRYING DEVIGE INFORMATION
P>

Y
( END/RETURN )

FIG. 21B



U.S. Patent Sep. 6, 2016 Sheet 22 of 27 US 9,438,939 B2

-2 -2202

104

FIG. 22A

2212a

FIG. 22B



U.S. Patent Sep. 6, 2016 Sheet 23 of 27 US 9,438,939 B2

—
1ct — \2202
|
|
}
2324 =~
T ~I—_J
2312 —s—4 [C
2314 —s—1—+4_ 2306
/
1210 —s—1 I
2310 —s—4 I
2302 ]
[ =2 2304
2316 —s—14 I
[ T2 004

—2322

FIG. 23



U.S. Patent Sep. 6, 2016 Sheet 24 of 27 US 9,438,939 B2
2400
N
( EVENT LOG ]
TIMESTAMP EVENT
2402as~" 1111890052 DEVICE TURNED ON
2402b s~ 1111891028 DEVICE CHARGING
2402c~" 1111891188 DEVICE IDLE
2402d s~ 1111895458 MEDIA PRESENTATION APP IN USE
2402e s~ 1111895656 MEDIA PRESENTATION APP EXITED
2402f s~ 1111951025 DEVICE TURNED OFF

2500
N

FIG. 24

( SIGNATURE LOG ]
TIMESTAMP SIGNATURE
2502a s~ 1111895460 1010101
2502+~ 1111895490 0101010
2502¢ s~ 1111895520 1010100
2502d s~ 1111895550 0101010
2502e s~ 1111895580 1010101
2502f s~ 1111895610 1010001

FIG. 25



U.S. Patent Sep. 6, 2016 Sheet 25 of 27 US 9,438,939 B2

(. START )

v (2602
NO GENERATE SIGNATURES BASED ON ALL
DETECTED AUDIO?
YES
v ~ 2604
GENERATE SIGNATURES BASED ON ALL DETECTED
AUDIO

(2606

NO GENERATE SIGNATURES BASED ON DETECTED
AUDIO SIGNALS HAVING PARTICULAR
CHARACTERISTICS?

YES

i} (~2608

GENERATE SIGNATURES BASED ON SELECTED
AUDIO SIGNALS HAVING PARTICULAR

CHARACTERISTICS
+ (‘2610
GENERATE SIGNATURES ONLY WHEN MEDIA NO
PRESENTATION APPLICATION IN USE?
YES
il 2612
NO GENERATE SIGNATURES BASED ON

OPERATING MODE OF MEDIA PRESENTATION
APPLICATION?

YES

2614

GENERATE SIGNATURES BASED ON OPERATING
MODE OF MEDIA PRESENTATION APPLICATION

i ~2616

GENERATE SIGNATURES WHEN MEDIA
PRESENTATION APPLICATION IN USE

FIG. 26



U.S. Patent Sep. 6, 2016 Sheet 26 of 27

( START )

US 9,438,939 B2

~ 2702

STATUS INFORMATION

RETRIEVE WIRELESS COMMUNICATION DEVICE

A 4

(—2704

RETRIEVE SIGNATURES

A 4

(2706

DETERMINE TIMES DURING WHICH MEDIA

PRESENTATION APPLICATIONS WERE EXECUTED

|

2708

DURING WHICH MEDIA PRESENTATION
APPLICATIONS WERE EXECUTED

SELECT SIGNATURES CORRESPONDING TO TIMES

A 4

2710

ANALYZE SELECTED SIGNATURES

A 4

C END )

FIG. 27



U.S. Patent Sep. 6, 2016 Sheet 27 of 27 US 9,438,939 B2

/—2810
2812
/_

PROCESSOR

Il

2814
/_

2826

—

2822 2818 o
\l__/ DEVICE

AN
Vo
CONTROLLER j— 2832
MEMORY | 2830 |
CONTROLLER o “\| NETWORK
7 DEVICE INTERFACE
2620 — —|
N\ 2628
SYSTEM MASS STORAGE
MEMORY MEMORY

\— 2824 \— 2825

FIG. 28



US 9,438,939 B2

1
METHODS AND SYSTEMS TO METER
MEDIA CONTENT PRESENTED ON A
WIRELESS COMMUNICATION DEVICE

RELATED APPLICATIONS

This is a continuation of U.S. patent application Ser. No.
11/877,413, filed on Oct. 23, 2007, which is a continuation
of International Patent Application Serial No. PCT/US2007/
007819, filed on Mar. 27, 2007, which claims the benefit of
U.S. Provisional Patent Application No. 60/786,190, filed
Mar. 27, 2006, all of which are hereby incorporated herein
by reference in their entireties.

FIELD OF THE DISCLOSURE

This disclosure relates generally to audience measure-
ment and, more particularly, to methods and systems to
meter media content presented on a wireless communication
device.

BACKGROUND

Consuming media presentations (i.e., audio and/or video
presentations) generally involves listening to audio infor-
mation and/or viewing video information. Media presenta-
tions may include, for example, radio programs, music,
television programs, movies, still images, web pages, video
games, etc. Media-centric companies such as, for example,
advertising companies, broadcast networks, etc. are often
interested in the viewing and listening interests or habits of
their audience to better market their products and/or to
improve their media program offerings. Companies are often
also interested in measuring media exposure that indicates
when audience members were exposed to media presenta-
tions, regardless of whether the audience members actually
consumed the media presentations. A well-known technique
often used to measure media consumption, exposure to
media, and/or the number of audience members that con-
sumed or were exposed to media involves awarding media
consumption or exposure credit to a media presentation for
each audience member that consumed or was exposed to the
media presentation.

Known techniques used to meter consumption of media or
exposure to media involve monitoring audio and/or video
presented by televisions and/or stereos. For example, a home
may be provided with a stationary home metering unit that
receives and/or detects audio and/or video media presented
by televisions and/or stereos in the home. The home meter-
ing unit then generates metering information indicative of
the presented audio and/or video media. Other known tech-
niques involve providing audience members with respective
portable metering devices equipped with audio and/or video
detectors to detect the audio and/or video presented by the
televisions and/or stereos in the home or otherwise in
proximity to the portable metering devices. The portable
metering devices then generate metering information based
on the detected audio and/or video media.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating an example media
measurement entity that is configured to monitor metering
information generated by a plurality of wireless communi-
cation devices configured to receive media content from a
media content provider.
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FIG. 2 illustrates a detailed depiction of a panel member
wireless communication device that generates panel meter-
ing information and a control wireless communication
device that generates reference metering information used to
validate and/or analyze the panel metering information.

FIG. 3 illustrates a detailed depiction of a panel member
wireless communication device that generates panel meter-
ing information and a broadcast monitor that generates
reference metering information used to validate and/or ana-
lyze the panel metering information.

FIG. 4 depicts an example device identification data
structure that may be used to store identification information
associated with a panel member’s wireless communication
device.

FIG. 5 depicts an example device status information data
structure that may be used to store device status information
associated with a panel member’s wireless communication
device.

FIG. 6 depicts an example demographic information data
structure that may be used to store demographic information
associated with a panel member.

FIG. 7 depicts an example usage information data struc-
ture that may be used to store usage information associated
with a panel member’s wireless communication device.

FIG. 8 depicts an example viewing session information
data structure that may be used to store viewing session
information associated with a panel member’s wireless
communication device.

FIG. 9 depicts an example content session information
data structure that may be used to store content session
information associated with a panel member’s wireless
communication device.

FIG. 10 depicts an example channel lineup and content
programming data structure that may be used by the media
measurement entity of FIGS. 1-3 to analyze and/or validate
the metering information generated by panel member wire-
less communication devices.

FIG. 11 depicts example metering data stored using an
extensible markup language format.

FIG. 12 illustrates a detailed depiction of one of the
plurality of example wireless communication devices of
FIGS. 1-3.

FIG. 13 illustrates an example metering information pro-
cessing system that may be used to process panel metering
information at the media measurement entity of FIGS. 1-3.

FIG. 14 is a flowchart representative of an example
process that may be performed to obtain panel members and
to generate and/or collect panel metering information.

FIG. 15 is a flowchart representative of an example
process that may be performed to obtain demographic
information associated with panel members.

FIGS. 16A and 16B depict a flowchart representative of
an example process that may be performed to generate
and/or collect panel metering information.

FIG. 17 is another flowchart representative of an example
process that may be performed to generate and/or collect
panel metering information.

FIG. 18 is a flowchart representative of an example
process that may be performed to collect reference metering
information.

FIG. 19 is a flowchart representative of an example
process that may be performed to collect panel metering
information from the wireless communication devices of
FIGS. 1-3.

FIGS. 20A and 20B are flowcharts representative of
example processes that may be performed to validate and
analyze panel metering information.
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FIGS. 21A and 21B depict a flowchart representative of
an example process that may be performed to retrieve panel
metering information for analysis.

FIG. 22A is a front view and FIG. 22B is a side view of
an example implementation of the example wireless com-
munication devices of FIGS. 1-3.

FIG. 23 depicts an example add-on metering module that
may be installed in the wireless communication devices of
FIGS. 1-3, 22A, and 22B to receive audio signals from a
microphone line of the wireless communication device and
generate panel metering information.

FIG. 24 depicts an example event data structure that a
meter of FIGS. 2 and 3 may use to store operation or event
information indicative of the operating status of the wireless
communication device of FIGS. 1-3, 22A, 22B, and 23.

FIG. 25 depicts an example signature data structure that
the meter of FIGS. 2 and 3 may use to store generated
signatures.

FIG. 26 is a flowchart representative of an example
process that may be performed to generate signatures based
on audio detected by a microphone of a wireless commu-
nication device of FIGS. 1-3, 22A, 22B, and 23.

FIG. 27 is a flowchart representative of an example
process that may be performed to analyze signatures gen-
erated by the wireless communication device of FIGS. 1-3,
22A, 22B, and 23.

FIG. 28 is a block diagram of an example processor
system that may be used to perform the example processes
of FIGS. 14, 15, 16 A, 16B, 17-19, 20A, 20B, 21A, 21B, 26,
and 27 to implement the example systems, apparatus, and/or
methods described herein.

DETAILED DESCRIPTION

The example methods and apparatus described herein
may be used to meter media content presented on a wireless
communication device. An example method of monitoring
media presented by a wireless communication device
involves monitoring media content presented by the wireless
communication device, collecting media metering informa-
tion associated with the presented media content, and com-
municating the media metering information to a metering
entity to analyze media consumption or media exposure of
audience members.

FIG. 1 is a block diagram illustrating an example media
measurement entity 102 that is configured to analyze panel
metering information generated by a plurality of wireless
communication devices 104 configured to receive media
content from a media content provider 106. The wireless
communication devices 104 may be, for example, cellular
telephones, pagers, any cellular communication device (e.g.,
handheld cellular communication devices), personal digital
assistants (“PDA’s”), handheld wireless computers, wireless
gaming devices, or any other wireless communication
device that may be used to receive media content from the
media content provider and present the received media
content. In some example implementations, a wireless com-
munication device 104 may be implemented using a cellular
mobile telephone having a display, a speaker, and/or a
headset jack for presenting media content to a user. As used
herein, a cellular communication device is a device that
communicates with one or more transceiver towers having
respective wireless telecommunication base stations con-
nected thereto to exchange information (e.g., voice infor-
mation, data, control information, etc.) with a telecommu-
nications system. The transceiver towers are located in
respective cell areas or cell sites throughout a geographic

10

15

20

25

30

35

40

45

50

55

60

65

4

area. The cellular communication device can be configured
to work in connection with any wireless telecommunication
standard including any analog and/or digital communication
standards such as, for example, Advanced Mobile Phone
System (AMPS), Code Division Multiple Access (CDMA),
Time Division Multiple Access (IDMA), Global System for
Mobile communications (GSM), Enhanced Data rates for
Global Evolution (EDGE), General Packet Radio Service
(GPRS), Personal Digital Communications (PDC), Personal
Communication Services (PCS), Personal Handy-phone
System (PHS), etc.

The media content may include, for example, video
content (e.g., television programming, movies, animations,
MPEG-2, MPEG-4, Windows Media Video (“WMV”),
QuickTime® Movie, Real Video, etc.), audio content (e.g.,
radio programming, Internet radio, satellite radio, MPEG-3,
Windows Media Audio (“WMA”), Real Audio, etc.), video
game content, graphics content (e.g., electronic art, photos,
pictures, etc.), Internet information (e.g., web pages, rich site
summary (“RSS”), text notifications, etc.), interactive media
content, or any other content that may be delivered by the
media content provider 106. The media content may include,
for example, entertainment content, educational content,
news, advertising, demographics-based targeted advertising,
geographic-based targeted advertising, interest-based tar-
geted advertising, etc. The media content provider 106 may
deliver the media content in compressed and/or uncom-
pressed formats and in encrypted and/or unencrypted for-
mats. Although one media content provider (e.g., the media
content provider 106) is shown, any quantity of media
content providers may deliver media content to the wireless
communication devices 104, and the wireless communica-
tion devices 104 are configured to generate panel metering
information associated with media content delivered by any
of the media content providers.

Panel metering information may be generated based on
information embedded in, for example, header fields or any
other fields of transmitted network data packets used to
deliver media content. Additionally or alternatively, some of
the panel metering information may be embedded in the
media content information and may be collected while
decoding (e.g., decompressing, reconstructing, rendering,
etc.) the media content. Example information that may be
embedded in data transmitted by the media content provider
106 to generate panel metering information is described
below in connection with FIG. 9. In some example imple-
mentations, ancillary codes (e.g., audio codes, video codes,
etc.) may be embedded in media content (by, for example,
the media content provider 106, media producers, media
networks, etc.) and extracted therefrom by the wireless
communication devices 104 to generate the panel metering
information. Additionally or alternatively, the wireless com-
munication devices 104 may generate video and/or audio
signatures based on the presented media content. Another
example method that may be used to generate panel meter-
ing information involves presenting surveys or individual
questions to the panel members 108 via their respective
wireless communication devices 104. The surveys or ques-
tions may be configured to obtain subjective feedback from
the panel members 108 pertaining to their likes, dislikes, or
preferences associated with media content presented by the
wireless communication devices 104.

In some example implementations, panel metering infor-
mation may also include information indicative of web
browser usage (e.g., web sites visited) and interactive appli-
cation usage (e.g., products investigated, purchases made,
etc.). Example interactive usage that can be metered
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includes detecting advertisements clicked on or selected by
a user to further investigate or obtain more information
about the advertised product. For example, a metering
process may be configured to trap, intercept, or otherwise
detect user selections to detect when a person selects (e.g.,
clicks) on an advertisement or a menu option to retrieve
further information on the advertised product. In addition,
the panel metering information may include location infor-
mation indicative of the geographic location of the wireless
communication devices 104 while presenting media content.
The location information may be generated using location
detection devices (e.g., global position system (“GPS”)
devices, dead reckoning devices, electronic compasses,
accelerometers, location code detectors, etc.) in the wireless
communication devices 104 or using triangulation tech-
niques involving detecting distances from various cellular
and/or media broadcast transmission towers. Additionally or
alternatively, the location information may be indicative of
the location of a cell tower or any wireless network access
point (e.g., an IEEE 802.11 access point, a Wi-FI®, access
point, a Bluetooth® access point, etc.) transmitting the
media content to the wireless communication devices 104.
For example, the panel metering information may include
cellular tower identifiers and/or broadcast tower identifiers
identifying one or more cellular towers and/or one or more
broadcast towers from which the wireless communication
devices 104 receive media content.

The media measurement entity 102 may generate reports
that include media consumption information, media expo-
sure information, media ratings, perceived preferences of the
panel members 108, wireless communication device usage
information, etc. The media measurement entity 102 may
deliver the reports to the media content provider 106 and/or
any other entity (e.g., a wireless communications service
provider 120, media content producers, advertising compa-
nies, etc.) requesting such information.

As indicated in FIG. 1, the media content provider 106
delivers media content to the wireless communication
devices 104 and the wireless communication devices 104, in
turn, communicate panel metering information to the media
content provider 106 and/or directly to the media measure-
ment entity 102. When an audience member or a panel
member 108 selects particular media content via a respective
wireless communication device 104, the wireless commu-
nication device 104 requests the selected media content from
the media content provider 106. The media content provider
106, in turn, delivers the requested media content to the
requesting wireless communication device 104 using a uni-
cast communication. Additionally or alternatively, the media
content provider 106 may continuously deliver a plurality of
media content using media broadcast or multicast technolo-
gies. The wireless communication devices 104 may then
select a particular media program (e.g., a broadcasted or
multicasted media program) to decode in response to a
media selection made by the panel member 108.

A broadcast communication delivers the same data to all
of the wireless communication devices 104 that are within
range to receive communication signals from a cell tower or
a plurality of cell towers used to transmit the broadcast
communication. A multicast communication delivers the
same data to selected ones of the wireless communication
devices 104 or a selected subset of the wireless communi-
cation devices 104 that are within range to receive commu-
nication signals from a cell tower or a plurality of cell towers
used to transmit the multicast communication. For example,
where two of the wireless communication devices 104 are
within range of receiving communications from a cell tower
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used to transmit multicast data and only one of the wireless
communication devices 104 is selected (e.g., based on
pay-per-view, subscription based selection, etc.) to receive
the multicast data, the selected wireless communication
device 104 will be able to receive and present the media
content in the multicast data while the non-selected wireless
communication device 104 will not be able to receive and
present the media content. The wireless communication
devices 104 selected to receive the multicast communication
may be specified in the multicast data stream using one or
more types of identification information including, for
example, internet protocol (IP) addresses, electronic serial
numbers (ESN’s), subscriber identity module (SIM) card
identifiers, phone numbers, media terminal identifiers, etc.

In some example implementations, each of the wireless
communication devices 104 or some of the wireless com-
munication devices 104 may be configured to establish a
back channel link (e.g., a return channel, a reverse channel,
a return path, etc.) with the media content provider 106 or
any other entity associated with transmitting media content
or metering. A back channel link may be used to exchange
information between a wireless communication device 104
and another entity. The information may include control
commands communicated by the media content provider
106 or any other entity to the wireless communication
device 104 to control (e.g., start, stop, pause, skip, fast
forward, rewind, etc.) a presentation of media content. The
information may also include interactive commands or other
interactive data exchanged between the wireless communi-
cation device 104 and the media content provider 106. The
information may also include targeted advertising delivered
by the media content provider 106 or another entity to a
wireless communication device 104 based on, for example,
demographic information associated with a user of the
wireless communication device 104 or a geographic location
of the wireless communication device 104. The information
may include any other information described below. The
example apparatus and methods described herein may be
configured to monitor information communicated via the
back channels associated with the wireless communication
devices 104 to generate panel metering information. In this
manner, metering information may be collected in connec-
tion with, for example, targeted advertising, quality of
service, media content segmented by geographic locations,
time shifting of media content presentations, etc. In some
example implementations, the information described above
as being communicated via the back channel can alterna-
tively or additionally be communicated via a forward link of
a broadcast, a multicast, or a unicast communication and can
be monitored on the forward link to generate metering
information.

The media content provider 106 may use one or more
communication standards or protocols to deliver media
content. For example, the media content provider 106 may
deliver the media content using a plurality of frequency
bands, sender IP addresses, etc. to which the wireless
communication devices 104 may tune. An example media
delivery technology that the media content provider 106
may use to deliver media includes a forward link only
(“FLO”) technology that is defined by the Telecommunica-
tions Industry Association (“TIA®”) in standard TIA-
TR47.1—*“Terrestrial Mobile Multimedia Multicast based
on Forward Link Only Technology.” Example media content
delivery technologies and services based on FLO technology
are developed and sold by MediaFLLO USA, Inc. of San
Diego, Calif. Another example media delivery technology
that the media content provider 106 may use to deliver
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media includes Digital Video Broadcasting for Handheld
devices technology (“DVB-H”), which is defined in stan-
dard TIA-TR-47.2—“Terrestrial Mobile Multimedia Multi-
cast based on DVB-H Technology.” In other example imple-
mentations, the media content provider 106 may deliver the
plurality of media content using other communication stan-
dards including, for example, a time division multiple access
(“TDMA”) communication protocol, the global system for
mobile (“GSM®”) communication protocol, a code division
multiple access (“CDMA”) communication protocol, a
wideband CDMA communication protocol, etc.

The media content provider 106 may store the panel
metering information received from the wireless communi-
cation devices 104 in a panel metering information data
structure 110. The media content provider 106 may periodi-
cally or aperiodically communicate the panel member
metering information to the media measurement entity 102.
In the illustrated example, the media measurement entity
102 stores the panel metering information in another panel
metering information data structure 112 and subsequently
validates and/or analyzes the panel member metering infor-
mation as described below. Although not shown, in alterna-
tive example implementations, the wireless communication
devices 104 may communicate the panel metering informa-
tion to a wireless communications service provider 120 and
the wireless communications service provider 120 may, in
turn, communicate the panel metering information to the
media measurement entity 102. In yet another alternative
example implementation, the wireless communication
devices 104 may communicate the panel metering informa-
tion directly to the media measurement entity 102 and/or any
combination of the media measurement entity 102, the
media content provider 106 and/or the wireless communi-
cations service provider 120. In any case, any one or more
of the media measurement entity 102, the media content
provider 106, and the wireless communications service
provider 120 can be used to implement a central collection
facility for the panel metering information from the wireless
communication devices 104.

The media measurement entity 102 may use reference
metering information to analyze the panel member metering
information. Reference metering information includes
metering information of all or a subset of all the media
content delivered by the media content provider 106. For
example, for a given time period (e.g., a 24-hour period, a
week period, etc.), the media measurement entity 102 may
meter a different (or same) subset of media content than that
metered during other previous or subsequent timer periods.
To generate reference metering information, the media mea-
surement entity 102 includes a broadcast monitor 114 and a
control wireless communication device 116. In the illus-
trated example, the broadcast monitor 114 includes a media
content meter (e.g., a media content meter 302 of FIG. 3)
that is configured to monitor and meter all of the media
content delivered by the media content provider 106. For
instance, if the media content provider 106 broadcasts or
multicasts a plurality of media programs simultaneously via
a plurality of channels (e.g., frequency channels, time slot
channels, code division channels, etc.), the broadcast moni-
tor 114 monitors all of the channels and generates and/or
collects the reference metering information associated with
each of the media programs. In the illustrated example, the
broadcast monitor 114 is configured to store the reference
metering information in a reference metering information
data structure 118 for subsequent use by the media mea-
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surement entity 102 to validate and/or analyze the panel
metering information generated by the wireless communi-
cation devices 104.

In alternative example implementations, the broadcast
monitor 114 may be configured to monitor only a subset of
the media content delivered by the media content provider
106. For example, the media measurement entity 102 or any
other entity (e.g., customers that purchase services to obtain
the metered information or metering analysis reports) may
specify a subset of the media content to be metered, and the
broadcast monitor 114 may be configured to monitor the
identified subset of media content typically consumed by
persons associated with a particular age range and generate
and/or collect reference metering information for only the
identified subset of media content.

In the illustrated example, the control wireless commu-
nication device 116 includes a media content meter (e.g., a
media content meter 202 of FIG. 2) that is configured to
monitor and meter only a subset of the media content
delivered by the media content provider 106. The media
measurement entity 102 may associate the control wireless
communication device 116 with a subset of audience mem-
bers categorized according to a particular demographic
characteristic (e.g., age, income level, family status, geo-
graphic location, etc.). Example demographic information is
described below in connection with FIG. 6. The control
wireless communication device 116 may monitor an iden-
tified subset of media content typically consumed by the
subset of audience members and generate and/or collect
reference metering information for only the identified subset
of media content. Although only one control wireless com-
munication device (e.g., the control wireless communication
device 116) is depicted, the media measurement entity 102
may include a plurality of control wireless communication
devices substantially similar or identical to the control
wireless communication device 116. The media measure-
ment entity 102 may configure each of the control wireless
communication devices to monitor respective subsets of
media programs identified as typically consumed by respec-
tive groups of audience members categorized by, for
example, demographic characteristics. In the illustrated
example, the control wireless communication device 116
and any other control wireless communication devices store
the reference metering information in the reference metering
information data structure 118.

In some example implementations, the reference metering
information collected by the control wireless communica-
tion device 116 can be compared with known media content
information (e.g., channel lineup and program scheduling
information obtained from the media content provider 106)
to confirm whether the metering software or hardware (e.g.,
the meter 202 of FIG. 2) in the control wireless communi-
cation device 116 is producing accurate metering informa-
tion. Different modes of operation of control wireless com-
munication devices (e.g., the control wireless
communication device 116) can be tested based on known
media content information. For example, a first control
wireless communication device may be configured to collect
reference metering information based on only a particular
media content channel. A second control wireless commu-
nication device may be configured to collect reference
metering information from all channels while spending a
predetermined amount of time (e.g., five seconds, five
minutes, etc.) on each channel and cycling through all the
channels repeatedly. The media measurement entity 102 can
then analyze the reference metering information to ensure
that it is accurate based on known information (e.g., channel
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lineup and program scheduling information obtained from
the media content provider 106). In some example imple-
mentations, whether the metering software and/or hardware
in the control wireless communication device 116 is pro-
ducing accurate metering information may be indicative of
whether the metering software and/or hardware in the wire-
less communication devices 104 in the field are producing
accurate metering information when, for example, the
metering software and/or hardware in the control wireless
communication device 116 is identical or substantially simi-
lar to the metering software and/or hardware in the wireless
communication devices 104 in the field.

The wireless communications service provider 120 may
provide wireless communication services to the wireless
communication devices 104. The wireless communication
services may include voice services and/or data services.
The wireless communications service provider 120 includes
an account information data structure 122 to store account
information (e.g., name, postal address, wireless communi-
cation device identification, wireless communication device
make/model, voice/data plan type, etc.) for the subscribers
of'the wireless communications service provider 120 includ-
ing at least some of the panel members 108.

Although the media content provider 106 is depicted in
FIG. 1 as delivering media content directly to the wireless
communication devices 104, in alternative example imple-
mentations, the media content provider 106 may deliver
media content to the wireless communications service pro-
vider 120 and the wireless communications service provider
120 may, in turn, deliver the media content to the wireless
communication devices 104 using, for example, any one or
more of the media content delivery technologies described
above or any other delivery technology.

The media measurement entity 102 may use various
methods to select the panel members 108 to participate in a
market research program. In some example implementa-
tions, all wireless communication devices used by subscrib-
ers of the media content provider 106 and/or the wireless
communications service provider 120 may generate and/or
collect panel metering information. In another example
implementation, the media measurement entity 102, the
media content provider 106, and/or the wireless communi-
cations service provider 120 may randomly select a subset of
the wireless communication devices 104 to continuously or
at predefined times generate panel metering information.
Randomly selected subsets of the wireless communication
devices 104 may be reselected at predefined intervals (e.g.,
every day, every 90 days, etc.). Additionally or alternatively,
the media measurement entity 102 may advertise opportu-
nities for participation in a market research metering pro-
gram via the media content provider 106 and/or the wireless
communications service provider 120. In some example
implementations, agents or representatives of the media
measurement entity 102 may personally visit homes of
potential panel members to offer opportunities to participate
in the metering program. Alternatively or additionally, the
media measurement entity 102 may advertise the metering
program directly to users of the wireless communication
devices 104, which may include subscribers of the media
content provider 106 and/or subscribers of the wireless
communications service provider 120. For example, the
media measurement entity 102 may advertise the metering
program by sending messages (e.g., via e-mail, via a web
page, via wireless application protocol (“WAP”), etc.) to the
wireless communication devices 104 and/or a personal com-
puter 124 including a selectable option indicating a person’s
consent to participate in the metering program.
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When a person provides their approval to participate in
the metering program, the person becomes one of the panel
members 108 and the panel member’s corresponding wire-
less communication device 104 is then configured to gen-
erate and/or collect panel metering information whenever
the panel member 108 consumes media or is exposed to
media presented via the wireless communication device 104.
For example, the media measurement entity 102, the media
content provider 106, and/or the wireless communications
service provider 120 may transmit metering software (e.g.,
a media content meter 202 of FIG. 2) to the wireless
communication device 104 to enable metering. Alterna-
tively, the metering software and/or hardware may be pre-
installed on the wireless communication device 104 so that
the media measurement entity 102, the media content pro-
vider 106, and/or the wireless communications service pro-
vider 120 need only communicate to the wireless commu-
nication device 104 a message instructing the wireless
communication device 104 to enable the metering software
and/or hardware. The metering software and/or hardware
may be configured to monitor all of the media content
presented by the wireless communication device 104 or only
a subset of media content. For instance, the metering soft-
ware may be configured to monitor media content during
particular times, media content delivered via particular
channels, and/or only particular media content program-
ming.

The media measurement entity 102 may analyze the panel
metering information using different anonymity levels
selected by the panel members 108. For example, the media
measurement entity 102 may analyze the panel metering
information by maintaining anonymity of the panel mem-
bers 108 (e.g., using no demographic information associated
with the panel members 108) or in connection with different
amounts or levels of demographic and/or personal informa-
tion pertaining to the panel members 108. The media mea-
surement entity 102 may collect demographic and/or per-
sonal information from randomly selected panel members
108 and/or from specifically selected panel members 108.
For example, random surveys may be administered to deter-
mine typical demographics of wireless communication
device users.

To obtain demographic and/or personal information, the
media measurement entity 102 may provide a web page that
the panel members 108 may access via the wireless com-
munication devices 104 and/or the personal computer 124 to
provide their demographic and/or personal information. For
example, in response to a panel member 108 eclecting to
participate in a metering program, software on the member’s
wireless communication device 104 may display a user
interface screen via which the panel member 108 can
provide demographic and/or personal information. Alterna-
tively, the software on the wireless communication device
104 may prompt the panel member 108 to access a web site
via, for example, the wireless communication device 104,
the personal computer 124, and/or any other web-enabled
device to provide demographic and/or personal information.

Alternatively or additionally, the media measurement
entity 102 may provide a telephone-accessible voice inter-
face (e.g., a voice interactive response system, an agent, etc.)
that the panel members 108 can access using the wireless
communication devices 104 and/or a wired or landline
telephone to provide their demographic and/or personal
information. The voice interface may be called by the panel
members 108 or an agent of the media measurement entity
102 may call the panel members 108.
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In other example implementations, the media measure-
ment entity 102 may obtain account information associated
with the panel members 108 from the account information
data structure 122 of the wireless communications service
provider 120. The account information data structure 122
may store encrypted information so that the media measure-
ment entity 102 can retrieve only select information per the
discretion of the wireless communications service provider
120 and/or the panel members 108. For example, the media
measurement entity 102 may provide a panel member phone
number to the account information data structure 122 to
retrieve only the zip code associated with that phone num-
ber. The media measurement entity 102 may then use zip
codes of the panel members 108 to determine typical demo-
graphics (e.g., income, employment, etc.) associated with
the geographic areas in which the panel members 108 live.
Other account information that may be available to the
media measurement entity 102 includes, for example, postal
address, birth date, etc.

In some example implementations, the demographic
information may be stored in the wireless communication
devices 104 and the metering software may be configured to
tag the panel metering information with the demographic
information. In this manner, the wireless communication
devices 104 can transmit the panel metering information
along with the demographic information to the media con-
tent provider 106. In an alternative example implementation,
the demographic information is stored in a demographic
information data structure 126 at the media measurement
entity 102. The demographic information in the demo-
graphic information data structure 126 for each panel mem-
ber 108 may be tagged with a unique identifier (e.g., a
wireless device identifier) associated with that panel mem-
ber 108. In addition, each of the wireless communication
devices 104 may tag panel metering information with a
respective unique identifier. In this manner, the media mea-
surement entity 102 can associate demographic information
stored in the demographic information data structure 126
with the panel metering information from the wireless
communication devices 104 based on the unique identifiers
used to tag the demographic information and the panel
metering information.

To process the metering information (e.g., the panel
metering information, the reference metering information,
etc.), the media measurement entity 102 is provided with an
example metering information processing system 128. The
example metering information processing system 128 is
configured to retrieve metering information from the meter-
ing information data structures 112 and 118 and demo-
graphic information from the demographic information data
structure 126. In the illustrated example, the example meter-
ing information processing system 128 is configured to
perform analysis on any one or more types of metering
information and/or the demographic information to generate
analysis results indicative of media consumption and/or
media exposure. In addition, the example metering infor-
mation processing system 128 may be configured to gener-
ate reports based on the analysis results.

FIG. 2 illustrates a detailed depiction of a panel member
wireless communication device 104 that generates panel
metering information and a control wireless communication
device 116 that generates reference metering information
used to validate the panel metering information. As shown
in FIG. 2, each of the panel member wireless communica-
tion device 104 and the control wireless communication
device 116 includes a media content meter (“meter”) 202. In
the illustrated example, the meters 202 are configured to
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monitor and meter media content presented by the wireless
communication devices 104 and 116 to generate and/or
collect metering information. In particular, the meter 202
associated with the panel member wireless communication
device 104 generates panel metering information and stores
the panel metering information in a panel metering file 204.
In the illustrated example, the panel metering file 204 can be
used to store any type of metering information described
below in connection with FIGS. 4, 5, 7-9, and 11 and/or any
other types of metering information. The meter 202 associ-
ated with the control wireless communication device 116
generates reference metering information and stores the
reference metering information in a reference metering file
206.

The media measurement entity 102 periodically or ape-
riodically receives metering information (e.g., panel meter-
ing information and reference metering information) to
perform subsequent analyses. In particular, the panel mem-
ber wireless communication device 104 may periodically or
aperiodically communicate the panel metering information
stored in the panel metering file 204 to the media content
provider 106. The media content provider 106 stores the
received panel metering information in the panel metering
information data structure 110 and periodically or aperiodi-
cally communicates the panel metering information to the
media measurement entity 102, which stores the panel
metering information in the panel metering information data
structure 112. The control wireless communication device
116 communicates the reference metering information
stored in the control metering file 206 to the media mea-
surement entity 102, which stores the reference metering
information in the reference metering information data
structure 118.

The media measurement entity 102 initially validates the
panel metering information based on the reference metering
information to ensure that the panel metering information is
valid (e.g., accurate, trustworthy, indicative of media con-
sumed by the panel members 108 of FIG. 1, etc.). To validate
the panel metering information, the media measurement
entity 102 is provided with a validator 208, which may be
implemented using, for example, a comparator. In the illus-
trated example, the validator 208 is configured to retrieve
panel metering information from the panel metering infor-
mation data structure 112 and reference metering informa-
tion from the reference metering information data structure
118. For each validation operation, the validator 208
retrieves and compares corresponding panel and reference
metering information records or entries associated with the
same time of day, date, and media channel or station. If the
panel metering information does not substantially match the
corresponding reference metering information or if the ref-
erence metering information data structure 118 does not
have reference metering information corresponding to the
panel metering information, then the validator 208 indicates
the panel metering information invalid. For example, if the
reference metering information indicates that no media
content was provided over a particular channel at a particu-
lar time on a particular day, then any panel metering
information indicating that a wireless communication device
104 was tuned to that channel at that time on that day is
regarded as invalid or discarded.

FIG. 3 illustrates a detailed depiction of the panel member
wireless communication device 104 that generates panel
metering information and the broadcast monitor 114 that
generates reference metering information used to validate
the panel metering information. As described above, in the
illustrated example, the broadcast monitor 114 is configured
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to monitor and meter all of the media content delivered by
the media content provider 106. To meter the media content,
the broadcast monitor 114 is provided with a media content
meter (“meter”) 302. The meter 302 stores the reference
metering information in a reference metering file 304. The
broadcast monitor 114 then communicates the reference
metering information from the reference metering file 304 to
the reference metering information data structure 118. In this
manner, the validator 208 can subsequently validate the
panel metering information generated by the panel member
wireless communication device 104 as described above in
connection with FIG. 2.

In the illustrated examples of FIGS. 2 and 3, the validator
208 also validates the panel metering information using
other validation techniques. For example, the validator 208
may check the panel metering information for consistency to
ensure that the panel metering information does not include
any erratic (senseless media consumption or exposure pat-
terns) or corrupted information. The validator 208 may
discard (or tag as invalid) any panel metering information
indicative of impossible or unlikely media consumption or
exposure events (e.g., presenting two or more media pro-
grams broadcast at the same time over different channels).
The validator 208 may also discard (or tag as invalid) any
panel metering information indicating that the respective
wireless communication device and/or media decode/pre-
sentation hardware and/or software thereof was/were turned
off (e.g., based on on/off status information 502 of FIG. 5).
The validator 208 may also discard (or tag as invalid) panel
metering information indicative of short media consumption
or exposure events or impossibly long media consumption
or exposure events (e.g., based on viewing session start and
end times 802 and 804 of FIG. 8 and/or content session start
and end times 902 and 904 of FIG. 9). In some example
implementations, the validator 208 may also discard (or tag
as invalid) any panel metering information indicating that
the respective wireless communication device 104 was in
use for a call while presenting media content (e.g., based on
call information 506 of FIG. 5). The validator 208 may also
discard (or tag as invalid) panel metering information col-
lected while the wireless communication device 104 was
receiving a signal strength that was relatively low, inad-
equate, or below a threshold limit (e.g., based on signal
strength information 510 of FIG. 5) causing, for example, a
video presentation to be distorted or not clearly visible. The
validator 208 may also discard (or tag as invalid) any panel
metering information collected while the wireless commu-
nication device 104 was not being carried by the panel
member 108 (e.g., based on carrying device information 702
of FIG. 7). Of course, the validator 208 may additionally or
alternatively discard (or tag as invalid) panel metering
information based on other criteria such as, for example,
roaming status, time of day, technical issues affecting the
wireless communication device 104, etc.

FIGS. 4 through 9 depict example data structures that may
be used to store information associated with metering media
content presented by the wireless communication devices
104. The information described in connection with FIGS.
4-9 may be used as panel metering information in addition
to other panel metering information generated based on or
extracted from media content or data packets associated with
the delivery of the media content. The information depicted
in the example data structures of FIGS. 4 through 9 does not
comprise an exhaustive list. In some example implementa-
tions, additional or alternative information may be provided
and fewer or more information than that depicted in FIGS.
4 through 9 may be provided. For purposes of discussion, the
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example data structures of FIGS. 4 through 9 are depicted as
tables having a plurality of information fields. In example
implementations, the information indicated in each of the
example data structures of FIGS. 4 through 9 may be stored
using any other configuration or format. For example, the
information may be stored using look-up tables, text files,
databases, etc. In addition, although the example data struc-
tures of FIGS. 4 through 9 are depicted as separate data
structures, in some example implementations one or more or
portions of the data structures may be combined or any one
data structure may be divided into two or more data struc-
tures.

The data structures of FIGS. 4 through 9 may be stored in
the wireless communication devices 104 and/or at one or
more of the media measurement entity 102, the media
content provider 106, and/or the wireless communications
service provider 120. The wireless communication devices
104 may communicate the information stored therein asso-
ciated with one or more of the data structures of FIGS. 4
though 9 to the media measurement entity 102. The media
measurement entity 102 may use the information from the
data structures of FIGS. 4 through 9 to perform panel
metering information analyses.

Now turning to FIG. 4, an example device identification
data structure 400 may be used to store identification infor-
mation associated with a panel member’s wireless commu-
nication device 104 (FIGS. 1-3). In the illustrated example,
to enable the media content provider 106 (FIG. 1) to identify
the wireless communication devices 104, the example
device identification data structure 400 includes a media
terminal identifier 402 (e.g., a telephone number, an elec-
tronic serial number (“ESN”), etc.). The media content
provider 106 may use the media terminal identifier 402 to
communicate requested media content or subscribed to
media content to respective wireless communication devices
104.

To enable the wireless communications service provider
120 to identity the wireless communication devices 104, the
example device identification data structure 400 includes a
wireless device identifier 404 (e.g., a telephone number, an
electronic serial number (“ESN”), a unique hardware iden-
tifier, a media access control (“MAC”) address, etc.). The
wireless communications service provider 120 may use the
wireless device identifier 404 to enable the wireless com-
munication device 104 to communicate voice and/or data. In
addition, the account information (e.g., demographic and/or
personal information) stored in the account information data
structure 122 may be tagged with the wireless device
identifier 404. In this case, the media measurement entity
102 may obtain the wireless device identifier 404 of each of
the wireless communication devices 104 and use the wire-
less device identifier 404 to retrieve demographic and/or
personal information from the account information data
structure 122.

To identify the wireless communications service provider
120, the example device identification data structure 400
includes a wireless network service provider identifier 406.
The example device identification data structure 400 also
includes a wireless device make and model 408 and 410. The
media measurement entity 102 may use the wireless network
service provider identifier 406, the wireless device make
408, and/or the wireless device model 410 as demographic
information to generate media consumption and/or media
exposure reports.

FIG. 5 depicts an example device status information data
structure 500 that may be used to store device status infor-
mation associated with a panel member’s wireless commu-
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nication device 104. In the illustrated example, the example
device status information data structure 500 includes on/off
status information 502. The wireless communication devices
104 may store time and status information indicative of
when the wireless communication devices 104 are turned on
and/or turned off. The example device status information
data structure 500 also includes battery status information
504. The wireless communication devices 104 may store
time and status information indicative of when the batteries
of the wireless communication devices 104 have particular
energy charge levels. The example device status information
data structure 500 also includes call information 506. The
wireless communication devices 104 may store time and
duration information indicative of when the wireless com-
munication devices 104 were used for making telephone
calls. The example device status information data structure
500 also includes application usage information 508. The
wireless communication devices 104 may store time and
duration information indicative of when software applica-
tions on the wireless communication devices 104 were used.
In some example implementations, the application usage
information 508 can also include software application iden-
tification information indicative of the software applications
that were used. The example device status information data
structure 500 also includes signal strength information 510.
The wireless communication devices 104 may store time,
signal strength, and duration information indicative of
received signal strengths at particular times for particular
durations. For example, if the wireless communication
device 104 is very distant from a nearest transceiver tower,
the signal strength may be relatively low causing the wire-
less communication device 104 to receive only partial or
distorted media content (e.g., a video presentation would be
distorted or not clearly visible). In some example imple-
mentations, the media measurement entity 102 may use the
signal strength information 510 to determine the location of
the wireless communication device 104 and, in turn, deter-
mine the type of media content that was delivered to the
wireless communication device 104. Also, the media mea-
surement entity 102 may use the signal strength information
510 to generate quality of service (“QoS”) information to
analyze the panel metering information in connection with
signal strength to, for example, determine how strong or
weak signal strengths affected media consumption by users
of the wireless communication devices 104 or the users’
media exposure.

Although not shown, the example device status informa-
tion data structure 500 may also be provided with hardware
and/or software configurations of the wireless communica-
tion device 104. For example, the example device status
information data structure 500 may include total memory,
memory used, presence of subscriber identity module
(“SIM”) card, headset connected, etc.

FIG. 6 depicts an example demographic information data
structure 600 that may be used to store demographic infor-
mation associated with the panel members 108. In the
illustrated example, the demographic information data struc-
ture 600 includes gender information 602, age (birth date)
information 604, income information 606, education infor-
mation 608, employment information 610, race information
612, occupation information 614, language information 616,
and postal zip code information 618.

FIG. 7 depicts an example usage information data struc-
ture 700 that may be used to store usage information
associated with a panel member’s wireless communication
device 104. To indicate when the panel members 108 were
carrying their wireless communication devices 104, the
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example usage information data structure 700 includes car-
rying device information 702. The wireless communication
devices 104 may store date, time, and duration information
indicative of when respective panel members 108 were
carrying their respective wireless communication devices
104. For example, each of the wireless communication
devices 104 may display a user interface screen via which
the panel members 108 can provide the carrying device
information 702. Alternatively, the wireless communication
devices 104 may be provided with detectors (e.g., motion
sensors, temperature sensors, electronic compasses, etc.) to
determine when the panel members 108 are carrying the
wireless communication devices 104. In this manner, the
wireless communication devices 104 may automatically
generate the carrying device information 702.

To indicate the time, duration, and nature of technical
issues associated with the wireless communication devices
104, the example usage information data structure 700
includes technical issues information 704. The technical
issues information 704 are indicative of conditions (e.g.,
problems, device conditions, hardware conditions, software
conditions, communication problems, etc.) affecting the
operation or operability of the wireless communication
devices 104. The panel members 108 may provide the
technical issues information 704 to their wireless commu-
nication devices 104 and/or the wireless communication
devices 104 may automatically generate the technical issues
information 704.

In some example implementations, the technical issues
information 704 may include information indicative of bro-
ken, damaged, or worn device hardware (e.g., a damaged
display/screen, a damaged speaker/headset jack, a damaged
antenna, damaged buttons, etc.), device resets (e.g., master
resets clearing all memory, configuration resets to default
settings, warm boot resets, etc.), application errors (e.g.,
application errors on startup, inability to launch application
plug-ins, extensions, or modules, application execution halts
or freezes, application terminations or crashes during execu-
tion, runtime errors, etc.), communication performance
problems (e.g., communication failures, dropped calls, fail-
ures to connect calls, failures to receive calls, poor or no
network connectivity, failures to receive data, etc.), or any
other types of technical issues. In some cases, the technical
issues information 704 may be used to log when the wireless
communication device 104 does not have sufficient
resources (e.g., latest software versions, application plug-
ins, memory space, etc.) to present particular media content.
For example, the wireless communication device 104 may
not have the required plug-ins or a correct software version
to decode and/or present particular media content. Also, the
wireless communication device 104 may not have sufficient
processing power to decode particular media content and/or
sufficient memory space to store undecoded and/or decoded
media content.

In some example implementations, the technical issues
information 704 may be used to log user-initiated, device-
initiated, and/or system-initiated events that could affect a
user’s consumption of or exposure to media content pre-
sented by the wireless communication device 104. For
example, user-initiated events may include events initiated
by a user to, for example, navigate away from media content
presented by a user. User-initiated events may include, for
example, opening a different application (e.g., a calendar, a
dialing window, a video game window, another media
presentation application window, etc.) that may visually
obstruct a presentation of video content being metered or
that may be displayed simultaneously with the media con-
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tent presentation being metered (and at least partially dis-
tract a user’s attention away from the metered media content
presentation). Device-initiated events may include, for
example, alarm notifications, reminder notifications, low-
battery notifications, or any other type of device-initiated
notification or event that could affect a user’s consumption
of or exposure to media content presented by the wireless
communication device 104. System-initiated events may
include, for example, receiving a message (e.g., a short
messaging service (SMS) text message), receiving a phone
call, receiving network system notifications. Device-initi-
ated or system-initiated events may include any other type of
asynchronous events that may affect a user’s consumption of
or exposure to media content presented by the wireless
communication device 104.

The media measurement entity 102 (FIG. 1) may use the
technical issues information 704 during subsequent analysis
to determine how much, if any, media exposure credit or
media consumption credit to award, give, assign, or attribute
to particular media content presented by the wireless com-
munication device 104. For example, if the technical issues
information 704 indicates that the wireless communication
device 104 has a damaged screen, the media measurement
entity 102 may credit an audio portion of presented media
content but not credit its video portion. In addition, the
media measurement entity 102 may use the technical issues
information 704 to determine reasons for poor consumption
of or exposure to particular media content. For example, if
the technical issues information 704 indicates that the wire-
less communication device 104 (or substantial quantity of
the wireless communication devices 104) did not have the
required software plug-ins, extensions, applications, etc. or
required media decoders to decode a particular media con-
tent, the media measurement entity 102 may conclude that
analysis data indicating poor consumption of or exposure to
that media content is attributable to the wireless communi-
cation device 104 not having the required software.

To indicate date, time, and duration of when the wireless
communication devices 104 are carried outside of their local
calling areas (e.g., roaming), the example usage information
data structure 700 is provided with roaming information
706. The panel members 108 may provide the roaming
information 706 to their wireless communication devices
104 and/or the wireless communication devices 104 may
automatically generate the roaming information 706. In
some example implementations, the roaming information
706 may also include the area (e.g., geographic area, calling
area, network area, time zone, etc.) in which the wireless
communication devices 104 are roaming. In this manner, the
media measurement entity 102 may use the roaming infor-
mation to determine the content programming schedules or
delivery times (e.g., based on a channel lineup and content
programming data structure 1000 of FIG. 10) associated
with any media content presented by the wireless commu-
nication device 104 while roaming. For instance, media
content delivered in a time zone (e.g., a roaming time zone)
other than the home time zone of the wireless communica-
tion device 104 may be delivered according to a time
schedule (e.g., media content programs are shifted by one-
hour) different from that of the home time zone of the
wireless communication device 104.

FIG. 8 depicts an example viewing session information
data structure 800 that may be used to store viewing session
information associated with a panel member’s wireless
communication device 104, and FIG. 9 depicts an example
content session information data structure 900 that may be
used to store content session information associated with a
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panel member’s wireless communication device 104. The
example viewing session information data structure 800 and
the example content session information data structure 900
include some of the panel metering information generated
and/or collected by the wireless communication devices 104
based on the media content provided by the media content
provider 106 and presented by the wireless communication
devices 104.

The example viewing session information data structure
800 (FIG. 8) is used to store panel metering information
indicative of an entire media presentation duration or media
presentation session during which the wireless communica-
tion device 104 is presenting media content. Each media
presentation session may include one or more content ses-
sions. A content session is associated with a particular
program, show, or media program that one of the wireless
communication devices 104 presents during a viewing ses-
sion. If the wireless communication device 104 presents two
consecutive media programs (e.g., two consecutive televi-
sion shows), then one viewing session includes two content
sessions. The example content session information data
structure 900 (FIG. 9) is used to store panel metering
information indicative of particular media content programs
presented by the wireless communication devices 104 dur-
ing viewing sessions.

As shown in FIG. 8, to store start times indicative of when
the wireless communication devices 104 begin to present
media content, the example viewing session information
data structure 800 includes viewing session start time infor-
mation 802. To store end times indicative of when the
wireless communication devices 104 stop presenting media
content, the example viewing session information data struc-
ture 800 includes viewing session end time information 804.

The example viewing session information data structure
800 also includes previous viewing session end time infor-
mation 806. The previous viewing session end time infor-
mation 806 may be used to store in each viewing session
data record 808a-c the end time information 804 stored in
the previous data record. The media measurement entity 102
may use the previous viewing session end time information
806 to determine whether any record entries (e.g., the record
entries 808a-c) have been dropped or deleted by comparing
the previous viewing end time session information 806 of a
data record (e.g., the data record 808c¢) with the end time
information 804 of an immediately previous data record
(e.g., the data record 8085). If the previous viewing session
end time information 806 of the data record 808¢ and the end
time information 804 of the data record 8086 do not match,
the media measurement entity 102 can conclude that data
records are missing between the data records 8085 and 808c.
For example, the data records may have been lost during
transmission from the wireless communication device 104 to
the media measurement entity 102 or may be corrupted or
may not have been generated correctly.

To indicate the type of software or application that the
wireless communication devices 104 use to present media
content for each viewing session, the example viewing
session information data structure 800 includes presentation
software information 810. The wireless communication
devices 104 may provide the name and version of the
software used to present media content for each viewing
session.

Turning to FIG. 9, some or all of panel metering infor-
mation shown in the example content session information
data structure 900 may be embedded in the data delivered by
the media content provider 106 (FIG. 1). For example, some
of the panel metering information shown in FIG. 9 may be
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included in header fields or any other fields of transmitted
network data packets used to delivery media content. Addi-
tionally or alternatively, some of the panel metering infor-
mation may be embedded in the media content information
and may be extracted while decoding (e.g., decompressing,
reconstructing, rendering, etc.) the media content.

As shown in FIG. 9, the example content session infor-
mation data structure 900 includes content session start time
information 902 and content session end time information
904 to indicate when the wireless communication devices
104 start and stop presenting particular media content. The
example content session information data structure 900 also
includes service provider information 906 to indicate the
identification (e.g., name, identification code, etc.) of the
media content service provider 106 (FIG. 1). Delivery type
information 908 is used to indicate the communication
protocols and/or transmission mediums used by the media
content provider 106 to deliver the media content. In an
example implementation, options for the delivery type infor-
mation 908 may include over-the-air (“OTA”) terrestrial
delivery (e.g., FLO, DVB-H, etc.), OTA satellite delivery,
Internet protocol (“IP”) multicast, broadcast, unicast, gen-
eral packet radio service (“GPRS”), evolution data only
(“EVDO”), etc. Content type information 910 is used to
indicate the type of media delivered such as, for example,
video media, audio media, video/audio media, video games,
graphics, web pages, Internet data, etc. Additionally or
alternatively, the content type information 910 may be used
to indicate whether media content was live broadcast media
or a downloaded clip (e.g., delivered per-request, on-de-
mand delivery, etc.).

To identity particular media programs, the example con-
tent session information data structure 900 includes program
asset 1D information 912, program name/title information
914, and episode name information 916. To identify dis-
tributors and providers of media content, the example con-
tent session information data structure 900 includes content
distributor information 918 and content provider informa-
tion 920.

The example content session information data structure
900 also includes channel number information 922 (e.g., a
media programming provider channel number such as chan-
nel 9) and channel name information 924 (e.g., station call
letters such as WBBM). To determine time offsets associated
with delivery of IP packets, the example content session
information data structure 900 is provided with IP time
offset information 925. For example, the IP time offset
information 925 may indicate the amount of time (e.g., due
to network latency, switch/router hops, media content pro-
vider delay, etc.) required for an IP network packet to
propagate from a source (e.g., the media content provider
106 of FIG. 1, a media content producer, etc.) to a destina-
tion (e.g., the wireless communication devices 104, the
control wireless communication device 116, the broadcast
monitor 114, etc.). The IP time offset information 925 may
be used by the media measurement entity 102 to generate
media consumption and/or exposure information associated
with quality of service (“QoS”). In some example imple-
mentations, QoS information may also be generated based
on other communication link characteristics such as, for
example, the signal strength information 510 (FIG. 5). For
example, the media measurement entity 102 may determine
how QoS affects media consumption or exposure of par-
ticular media content by the panel members 108.

To determine a location of a wireless communication
device 104 when, for example, the wireless communication
device 104 received and/or presented a media presentation,
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the information data structure is provided with a transmitting
tower ID 926 and location information 927. In the illustrated
example, the transmitting tower 1D 926 may include one or
more cellular tower identifiers and/or broadcast tower iden-
tifiers identifying one or more cellular towers and/or one or
more broadcast towers from which the wireless communi-
cation devices 104 receive media content. The media mea-
surement entity 102 can then use the transmitting tower 1D
926 to determine the location of cell towers that transmitted
media content to the wireless communication devices 104
and/or the locations of the wireless communication devices
104 when they received and/or presented the media content.
In some example implementations, the data structure 900
may additionally or alternatively be provided with an access
point ID that identifies wireless network access points (e.g.,
IEEE 802.11 access points, Wi-Fi® access points, Blu-
etooth® access points, etc.) that transmitted media content
to the wireless communication devices 104.

In the illustrated example, the location information 927
may be indicative of the location of the wireless communi-
cation devices 104 while receiving and/or presenting media
content. The location information 927 may be generated
using location detection devices (e.g., global position system
(“GPS”) devices) in the wireless communication devices
104, using triangulation techniques involving detecting dis-
tances from various cellular and/or media broadcast trans-
mission towers, and/or using any other location determina-
tion system.

To identify technical media content specifications 928
(e.g., media content quality) associated with presented
media content, the example content session information data
structure 900 includes frames per second information 930,
video resolution information 932, and audio quality infor-
mation 934 (e.g., audio sampling rate, digital audio bit rate,
stereo mode, mono mode, etc.). Although not shown, the
technical media content specifications 928 may also include
digital video bit rate or any other media bit rate information.

To identify usage data 936 associated with usage of media
presentation software during each content session, the
example content session information data structure 900
includes event count information 938, which starts at one for
each session and increments as the session progresses. The
example content session information data structure 900 also
includes timestamp information 940 indicative of when the
media presentation software is active. Duration information
942 indicates the amount of time for which the media
presentation software is actively presenting media content
(e.g., not paused or stopped by, for example, a user or a
preemptive phone call) or the amount of time for which the
media presentation software is in a particular operating
mode (e.g., paused). Operation mode information 944 indi-
cates a media presentation mode of the media presentation
software such as, for example, whether the media presen-
tation software was in a pause mode, a play mode, a stop
mode, a fast forward mode, a rewind mode, etc. Time offset
information 946 indicates whether media content was deliv-
ered live or on a delay (e.g., a one-second delay, delay may
be dependent on duration of pause or other user input
(rewind, fast forward, stop, etc.), etc.).

To identify system configurations associated with the
presentation of media content, the example content session
information data structure 900 is provided with presentation
information 948. The presentation information 948 includes
volume level information 950 indicative of the volume level
of the wireless communication device 104 while presenting
media content. The presentation information 948 also
includes headset/speaker information 952 indicative of
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whether a headset or a speaker were enabled while the
wireless communication device 104 presented media con-
tent. The presentation information 948 also includes screen
contrast ratio information 954 indicative of the screen con-
trast ratio set on the wireless communication device 104
while presenting media content.

The types of information stored in the example content
session information data structure 900 may differ when
metering different types of media. For example, when meter-
ing a video program presentation, the types of information
stored in the example content session information data
structure 900 may be different from the types of information
stored when metering video games, web pages, or audio
presentations. In an example implementation used to meter
video games executed by the wireless communication
device 104, the example content session information data
structure 900 may be used to store a game title, a skill level
setting, a game level, a version, a vendor, and information
about advertising presented during game play.

FIG. 10 depicts an example channel lineup and content
programming data structure 1000 that the media measure-
ment entity 102 (FIGS. 1-3) may use to analyze and/or
validate the panel metering information generated by the
wireless communication devices 104 (FIGS. 1-3). The data
structure 1000 includes channel number information 1002,
channel name information 1004, and scheduled media pro-
gram entries 1006 indicating the times and channels asso-
ciated with delivery of media content. During analyses of
panel metering information, the media measurement entity
102 may compare the channel number information 1002 to
the channel number information 922 (FIG. 9) of the example
content session information data structure 900 (FIG. 9). The
media measurement entity 102 may also compare the chan-
nel name information 1004 to the channel name information
924 (FIG. 9) of the example content session information data
structure 900 (FIG. 9). Each of the scheduled media program
entries 1006 may include a program asset ID (e.g., the
program asset ID information 912 of FIG. 9), a program
name/title (e.g., the program name/title information 914 of
FIG. 9), an episode name (e.g., the episode name informa-
tion 916 of FIG. 9), and/or content specifications (e.g., the
content specifications 928, 930, 932, and 934 of FIG. 9).

FIG. 11 depicts example metering information 1100
stored using an extensible markup language (“XML”) for-
mat (e.g., an XML file). In the illustrated example, the
example metering information 1100 includes example panel
metering information that may be generated by the wireless
communication devices 104. However, the control wireless
communication device 116 and/or the broadcast monitor 114
may generate and/or collect and organize reference metering
information in a manner substantially similar or identical to
the arrangement shown in FIG. 11. In the illustrated
example, the panel metering information shown in FIG. 11
corresponds to information described above in connection
with the data structures of FIGS. 4, 6, 8, and 9. However, in
other example implementations, other types of information
may also be included in the example metering information
1100.

To store device identification information, the example
metering information 1100 includes a device identification
section 1102 including a wireless device identifier 404, a
wireless network service provider identifier 406, and wire-
less device make and model information 408 and 410.

The example metering information 1100 includes a demo-
graphics section 1104, which includes a postal zip code 618.
The media measurement entity 102 (FIG. 1) may use the
postal zip code 618 to retrieve demographic information
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(e.g., the demographic information described above in con-
nection with FIG. 6) to generate demographic-based reports
using the panel metering information.

The example metering information 1100 includes a view-
ing session section 1106 having the viewing session start
time information 802, the viewing session end time infor-
mation 804, and the previous viewing session end time
information 806. The viewing session section 1106 also
includes the media presentation software name and version
information 810.

Within the viewing session section 1106, the example
metering information 1100 includes a content session sec-
tion 1108 having the content session start time information
902 and the content session end time information 904. The
content session section 1108 also includes the service pro-
vider information 906, the delivery type information 908,
the content type information 910, the program name/title
information 914, the channel number information 922, the
channel name information 924, and the content specifica-
tions information 928.

The content session section 1108 includes a usage data
section 1110 to store the usage data information 936. In the
illustrated example, the usage data section 1110 includes two
entries of the usage data information 936. A first usage data
entry corresponds to a play operating mode (e.g., the opera-
tion mode information 944) and a second usage data entry
corresponds to a pause operating mode (e.g., the operation
mode information 944).

In other example implementations, the panel metering
information and/or the reference metering information may
include more or less information than depicted in FIG. 11.
For example, panel metering information may also include
device status information (e.g., the on/off status information
502, the battery status information 504, the call information
status information 506, the application usage information
508 of FIG. 5) described above in connection with the
example device status information data structure 500 of FIG.
5 or usage information (e.g., carrying device information
702, the technical issues information 704, the roaming
information 706 of FIG. 7) described above in connection
with the example usage information data structure 700 of
FIG. 7.

The types of information stored in the example metering
information 1100 may differ when metering different types
of media. For example, when metering video games
executed by the wireless communication device 104, the
example metering information 1100 may be used to store a
game title, a skill level setting, a game level, a version, a
vendor, and information about advertising presented during
game play.

FIG. 12 illustrates an example apparatus 1200 that may be
used to implement the example wireless communication
devices 104 of FIGS. 1-3, the example control wireless
communication device 116 of FIGS. 1 and 2, and the
example broadcast monitor 114 of FIGS. 1 and 3, and FIG.
13 illustrates an example metering information processing
system 1300 that may be used to implement the example
metering information processing system 128 of FIG. 1 to
process panel metering information at the media measure-
ment entity 102 of FIGS. 1-3. The example apparatus 1200
and the example metering information processing system
1300 may be implemented using any desired combination of
hardware, firmware, and/or software. For example, one or
more integrated circuits, discrete semiconductor compo-
nents, and/or passive electronic components may be used.
Additionally or alternatively, some or all of the blocks of the
example apparatus 1200 and the example metering infor-
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mation processing system 1300, or parts thereof, may be
implemented using instructions, code, and/or other software
and/or firmware, etc. stored on a machine accessible
medium that, when executed by, for example, a processor
system (e.g., the example processor system 2810 of FIG.
28), perform the operations represented in the flowcharts of
FIGS. 14, 15, 16A, 16B, 17-19, 20A, 20B, 21A, and 21B.

Turning now to FIG. 12, to communicate with the media
content provider 106, the wireless communications service
provider 120, and/or the media measurement entity 102
(FIG. 1), the example apparatus 1200 includes a communi-
cation interface 1202. The example apparatus 1200 may use
the communication interface 1202 to receive media content
from the media content provider 106, process voice/data
communications with via the wireless communications ser-
vice provider 120, and/or transmit panel metering informa-
tion to the media content provider 106, the wireless com-
munications service provider 120, and/or the media
measurement entity 102. The communication interface 1202
may be implemented using one or more wireless commu-
nication protocols including, for example, FLO®, DVB-H,
TDMA, GSM®, CDMA, or any other multicast or broadcast
media delivery protocols or voice/data communication pro-
tocols.

To store media content and panel metering information
(e.g., the panel metering information file 204 of FIG. 2), the
example apparatus 1200 includes a memory 1204. To ana-
lyze data packets used to deliver media content, the example
apparatus 1200 includes a data packet analyzer 1206. The
data packet analyzer 1206 is configured to extract panel
metering information (e.g., program identification, channel
identification, content provider identification, etc.) or other
information used to generate panel metering information
from data packets used by the media content provider 106
and/or the wireless communications service provider 120 to
communicate media content. For example, the data packet
analyzer 1206 may extract some or all of the information
described above in connection with the example data struc-
tures 900 of FIGS. 9 and 11 from data packets.

To decode the media content received from the media
content provider 106, the example apparatus 1200 includes
one or more media decoder(s) 1208. The media decoders
1208 may include one or more video decoders, one or more
audio decoders, one or more graphics decoders, one or more
video game engines, one or more Internet data decoders
(e.g., html decoders, Java® decoders, etc.), etc.

To generate and/or collect panel metering information, the
example apparatus 1200 includes a metering information
generator/collector 1210. In some example implementa-
tions, information used to generate panel metering informa-
tion may be embedded in fields of transmission data packets.
The metering information generator/collector 1210 may be
configured to obtain information from forward link channels
or back channels between the wireless communication
devices 104 and a transmitting entity. Alternatively or addi-
tionally, information used to generate panel metering infor-
mation may be embedded in the media content. For
example, ancillary codes (e.g., audio codes, video codes,
etc.) may be embedded in the media content, and the
metering information generator/collector 1210 may be con-
figured to collect those codes. In some example implemen-
tations, the metering information generator/collector 1210
may be configured to generate signatures (e.g., audio sig-
natures, video signatures, etc.) based on the media content
decoded by the media decoders 1208.

In the illustrated example, the metering information gen-
erator/collector 1210 may be configured to intercept media
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content decoded by the media decoders 1208 using software
and/or hardware to collect codes and/or generate signatures.
For example, data intercepting software may be configured
to periodically trap data output by the media decoders 1208
and/or copy data output by the media decoders 1208 from an
output buffer to another memory space used by the metering
information generator/collector 1210 to generate and/or col-
lect the panel metering information. Data intercepting hard-
ware may be implemented by coupling a data sniffer to
output lines of the media decoders 1208 to detect media
content data decoded by the media decoders 1208 and copy
the detected decoded media to a memory associated with the
metering information generator/collector 1210. The data
intercepting processes may be passive so that the metering
of the presented media contents does not affect or does not
substantially affect the performance and/or quality of pre-
senting media contents by the wireless communication
device 104.

In any case, the metering information generator/collector
1210 may obtain (i.e., collect) information (e.g., metering
information) from the data packet analyzer 1206 and/or from
media content decoded by the media decoders 1208 and/or
generate signatures based on decoded media content and use
the collected and/or generated information to generate panel
metering information. The metering information generator/
collector 1210 may then store the panel metering informa-
tion in the memory 1204 (e.g., in the panel metering
information file 204 of FIG. 2).

To determine a location of the example apparatus 1200,
the example apparatus 1200 is provided with a location
interface 1212. The location interface 1212 may be config-
ured to detect and/or determine the locations to which the
example apparatus 1200 is moved. The location interface
1212 may be implemented using any location detection/
determination technology including, for example, a GPS
receiver, a dead reckoning system, an electronic compass,
technology to determine location based on triangulation
techniques, sensors to detect location codes or identification
codes indicative of a location, etc.

In the illustrated example, the example apparatus 1200 is
provided with a status monitor 1214 configured to monitor
the operations and/or status of the wireless communication
device 104 to determine when the wireless communication
device 104, for example, is powered on/off, is connected to
a battery charger, is executing media presentation software,
etc. The example apparatus 1200 is also provided with an
application monitor 1216 to detect when media presentation
software of the wireless communication device 104 has been
instantiated and when it is presenting media content. The
application monitor 1216 can also be configured to detect
different operations (e.g., play, pause, skip, rewind, fast
forward, etc.) associated with the media presentation soft-
ware. The metering information generator/collector 1210
can store information indicative of the events detected by the
status monitor 1214 and/or the application monitor 1216 in
the memory 1204 for subsequent analysis by the media
measurement entity 102.

To determine time information, the example apparatus
1200 is provided with a clock 1218. In the illustrated
example, the clock 1218 may be separate from a clock of a
wireless communication device 104 and may be synchro-
nized with the time of a clock at the media measurement
entity 102. The clock 1218 enables the example apparatus
1200 to generate accurate time information (e.g., the view-
ing session start and end times 802 and 804 of FIG. 8, the
content session start and end times 902 and 904 of FIG. 9,
etc.) even if the network of a wireless service provider (e.g.,
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the wireless service provider 120 of FIG. 1) has not correctly
set time information in a clock of the wireless communica-
tion device 104 or if the clock of the wireless communica-
tion device 104 does not otherwise have the correct or
accurate time information. In the illustrated example, the
clock 1218 is configured to be periodically or aperiodically
synchronized with a clock of the media measurement entity
102, which may, in turn, be synchronized to, for example, a
government-provided reference time.

The communications interface 1202, the memory 1204,
the data packet analyzer 1206, the media decoders 1208, the
metering information generator/collector 1210, the location
detection interface 1212, the status monitor 1214, the appli-
cation monitor 1216, and the clock 1218 may also be used
to implement the control wireless communication device
116 and/or the broadcast monitor 114 (FIG. 1). To imple-
ment the wireless communication device 116, the metering
information generator/collector 1210 is configured to gen-
erate reference metering information and store the reference
metering information in the memory 1204 (e.g., the refer-
ence metering information file 206 of FIG. 2).

Although the example apparatus 1200 may be used to
implement the example wireless communication devices
104, the control wireless communication device 116, and/or
the broadcast monitor 114, in some example implementa-
tions the example apparatus 1200 may be adapted to imple-
ment the meter 202 of FIGS. 2 and 3 and/or the meter 306
of FIG. 3, and the example apparatus 1200 may be installed
into (e.g., internal) or onto (e.g., external) the wireless
communication device 104. For example, in some example
implementations (e.g., the example metering module 2302
of FIG. 23), the example apparatus 1200 may be configured
to include the memory 1204, the data packet analyzer 1206,
the metering information generator/collector 1210, the loca-
tion interface 1212, the status monitor 1214, the application
monitor 1216, and the clock 1218. In such example imple-
mentations, the communication interface 1202 and the
media decoder(s) 1208 may be implemented in the wireless
communication device 104, while the example apparatus
1200 is provided with data interception or detection inter-
faces to detect data packets received and/or transmitted via
the communication interface 1202 and/or decoded media
content output by the media decoder(s) 1208. That is, the
example apparatus 1200 may be provided with a network
data detection interface (not shown) configured to be
coupled to data lines of the communication interface 1202 to
detect data packets and a media content detection interface
(not shown) configured to be coupled to output lines of the
media decoder(s) 1208 to detect media content decoded by
the media decoder(s) 1208. Additionally or alternatively, the
example apparatus 1200 may be provided with a common
data interface (e.g., a serial interface, a universal serial bus
(USB) interface, or any other interface) (e.g., the commu-
nication interface 2316 of FIG. 23) to be coupled to a data
interface (e.g., via the accessory port 2322 of FIG. 23) of the
wireless communication device 104 and through which the
example apparatus 1200 can receive network data packets
and/or decoded media content data from the wireless com-
munication device 104. For example, the wireless commu-
nication device 104 can be provided with and execute one or
more software agents to monitor and detect network data
packets communicated via the communication interface
1202 and/or media content decoded by the media decoder(s)
1208 and to communicate the detected data packets and/or
decoded media contents to the example apparatus 1200 via
the common data interface. In this manner, the example
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apparatus 1200 can generate panel metering information
based on the received data packets and/or decoded media
content.

Turning now to FIG. 13, to access the panel metering
information data structure 112, the example system 1300
includes a panel metering information interface 1302 com-
municatively coupled to the panel metering information data
structure 112. The panel metering information interface
1302 may be configured to retrieve the panel metering
information from the panel metering information data struc-
ture 112 and to store information (e.g., the panel metering
information, validation information, etc.) in the panel meter-
ing information data structure 112. To access the reference
metering information data structure 118, the example system
1300 includes a reference metering information interface
1304 communicatively coupled to the reference metering
information data structure 118.

To validate the panel metering information, the example
system 1300 is provided with the validator 208 communi-
catively coupled to the panel metering information interface
1302 and the reference metering information interface 1304.
The validator 208 is configured to validate the panel meter-
ing information as described above in connection with
FIGS. 2 and 3.

To obtain demographic information associated with the
panel members 108 (FIG. 1), the example system 1300 is
provided with a demographic information interface 1306
communicatively coupled to the demographic information
data structure 126 and the panel metering information inter-
face 1302. In an example implementation, the demographic
information interface 1306 may communicate with the panel
metering information interface 1302 to retrieve the postal
zip code information 618 (FIGS. 6 and 11) and/or the
wireless device identifier 404 (FIGS. 4 and 11) from panel
metering information (e.g., the example metering informa-
tion 1100 of FIG. 11) stored in the panel metering informa-
tion data structure 112 and use the postal zip code informa-
tion 618 and/or the wireless device identifier 404 to retrieve
demographic information from the demographic informa-
tion data structure 126. In some example implementations,
the panel metering information interface 1302 is configured
to retrieve demographic information from the account infor-
mation data structure 122 based on, for example, the postal
zip code information 618 and/or the wireless device identi-
fier 404 and store the demographic information in the
demographic information data structure 126.

To analyze and process the panel metering information,
the example system 1300 is provided with an analyzer 1308
communicatively coupled to the panel metering information
interface 1302, the reference metering information interface
1304, and the demographic information interface 1306. In
some example implementations, the analyzer 1308 may
retrieve panel metering information via the panel metering
information interface 1302, channel lineup and content
programming information (e.g., the information stored in the
channel lineup and content programming data structure 1000
of FIG. 10) from the reference metering information data
structure 118 via the reference metering information inter-
face 1304, and demographic information via the demo-
graphic information interface 1306. The analyzer 1308 may
then analyze and process the panel metering information
based on the channel lineup and content programming
information and the demographic information to measure,
for example, media consumption or media exposure. To
generate reports based on the analyses performed by the
analyzer 1308 and/or the validator 208, the example system
1300 includes a report generator 1310. The reports may
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include information indicative of users’ media consumption
of or media exposure to programming content transmitted to
and presented via the wireless communication devices 104.
Some reports may correlate media consumption or exposure
with the different types of information described above in
connection with FIGS. 4-11. For example, a media con-
sumption versus data transmission quality report may cor-
relate media consumption of media content with the various
levels of data transmission quality associated with transmit-
ting the media content to different wireless communication
devices 104.

To enable the panel members 108 to provide their demo-
graphic information to the demographic information data
structure 126, the example system 1300 is provided with a
user interface 1312. The user interface 1312 may be imple-
mented using a web page server, a wireless communication
device interface (e.g., a wireless application protocol
(“WAP”) interface), an interactive voice response (“IVR™)
interface, an intranet server (for access by customer service
agents contacted by users to provide the demographic infor-
mation), etc.

Flowcharts representative of example processes that may
be used to implement the example wireless communication
devices 104 (FIGS. 1-3) and 116 (FIGS. 1 and 2), the
broadcast monitor 114 (FIGS. 1 and 3), the example appa-
ratus 1200 of FIG. 12, the example panel metering infor-
mation processing system 1300 of FIG. 13, and/or other
apparatus or systems (e.g., the personal computer 124 of
FIG. 1) described herein are shown in FIGS. 14, 15, 16A,
16B, 17-19, 20A, 20B, 21A, 21B, 26, and 27. In the
illustrated examples, the example processes may be imple-
mented as comprising one or more programs for execution
by one or more processors such as the processor 2812 shown
in the example processor system 2810 of FIG. 28. The
programs may be embodied in software stored on tangible
mediums such as CD-ROM’s, floppy disks, hard drives,
digital versatile disks (DVD’s), or a memory associated with
the processor 2812 and/or embodied in firmware and/or
dedicated hardware in a well-known manner. For example,
any or all of the example wireless communication devices
104 and 116, the example broadcast monitor 114, the
example apparatus 1200, the example panel metering infor-
mation processing system 1300, and/or other example appa-
ratus or systems described herein could be implemented
using software, hardware, and/or firmware. Further,
although the example programs are described with reference
to the flowcharts illustrated in FIGS. 14, 15, 16A, 16B,
17-19, 20A, 20B, 21A, 21B, 26, and 27, persons of ordinary
skill in the art will readily appreciate that many other
methods of implementation may alternatively be used. For
example, the order of execution of the blocks may be
changed, and/or some of the blocks described may be
changed, eliminated, or combined.

FIG. 14 is a flowchart representative of an example
process that may be performed to obtain panel members and
to generate and/or collect panel metering information. Ini-
tially, the media measurement entity 102 advertises a meter-
ing program to a potential panel member (block 1402). For
example, the media measurement entity 102 may advertise
opportunities for participation in the metering program via
the media content provider 106 and/or the wireless commu-
nications service provider 120. Alternatively or additionally,
the media measurement entity 102 may advertise the meter-
ing program directly to users of the wireless communication
devices 104, which may include subscribers of the media
content provider 106 and/or subscribers of the wireless
communications service provider 120. For example, the
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media measurement entity 102 may advertise the metering
program by sending messages (e.g., via e-mail, via a web
page, via wireless application protocol (“WAP”), etc.) to the
wireless communication devices 104 and/or the personal
computer 124. FEach message may include a selectable
option that indicates a person’s consent to participate in the
metering program.

The wireless communication device 104 then determines
whether the targeted panel member has requested or con-
sented to participate in the metering program (block 1404).
For example, the targeted panel member can select an option
on a user interface screen indicating consent to participate in
the metering program. If the wireless communication device
104 determines that the targeted panel member has not
requested or consented to participate in the metering pro-
gram (block 1404), then control returns to block 1402 and
the media measurement entity 102 advertises participation in
the metering program to the same or another potential panel
member. However, if the wireless communication device
104 determines that the targeted panel member has
requested or consented to participate in the metering pro-
gram (block 1404), then the targeted panel member becomes
one of the panel members 108 and the wireless communi-
cation device 104 interviews the panel member 108 to obtain
demographic information (block 1406). An example method
that may be used to implement the operation of block 1406
is described below in connection with the flowchart of FIG.
15.

After interviewing the panel member 108 regarding
demographic information (block 1406), metering of the
wireless communication device 104 is then enabled (block
1408). For example, the media measurement entity 102, the
media content provider 106, and/or the wireless communi-
cations service provider 120 may transmit metering software
(e.g., a media content meter 202 of FIG. 2) to the wireless
communication device 104 to enable metering. Alterna-
tively, the metering software and/or hardware may be pre-
installed on the wireless communication device 104 so that
the media measurement entity 102, the media content pro-
vider 106, and/or the wireless communications service pro-
vider 120 need only provide the wireless communication
device 104 with a message instructing the wireless commu-
nication device 104 to enable the preinstalled metering
software and/or hardware. The metering software and/or
hardware may be configured to monitor all of the media
content presented by the wireless communication device 104
or only a subset of media content. For instance, the metering
software and/or hardware may be configured to monitor
media content during particular times, media content deliv-
ered via particular channels, and/or only particular media
content programming.

The communication interface 1202 and the media decod-
ers 1208 (FIG. 12) of the wireless communication device
104 then obtain and present media content (block 1410). For
example, the communication interface 1202 may receive
media content delivered (e.g., broadcast, multicast, unicast,
etc.) by the media content provider 106 or the wireless
communications service provider 120 in response to the
panel member 108 tuning in to a particular channel and/or
requesting particular content and one or more of the media
decoders 1208 may load and begin decoding (e.g., decom-
pressing, reconstructing, rendering, etc.) and presenting the
media content.

The metering information generator/collector 1210 then
generates and/or collects panel metering information (block
1412). For example, the data packet analyzer 1206 (FIG. 12)
may extract panel metering information or other information
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used by the metering information generator/collector 1210
to generate panel metering information from header fields or
any other fields in the transmitted network packets used to
deliver media content. Additionally or alternatively, some of
the panel metering information may be embedded in the
media content information contained in the data packets
used to transmit the media content, and the metering infor-
mation generator/collector 1210 may extract the panel
metering information from the media content while the
decoders 1208 decode the media content. In the illustrated
example, the metering information generator/collector 1210
may store the panel metering information in the panel
metering information file 204 (FIG. 2), which is, in turn,
stored in the memory 1204 (FIG. 12). At block 1412, the
metering information generator/collector 1210 can also gen-
erate and/or collect other types of metering information such
as, for example, information described above in connection
with FIGS. 4, 5, 7-9, and 11. The operations of block 1412
may be implemented using the example methods described
below in connection with the flowcharts of FIGS. 16A, 16B,
and 17.

The metering information generator/collector 1210 then
tags one or more of the panel metering information entries
generated and/or collected at block 1412 with respective
timestamps indicative of when they were generated and/or
collected (block 1414). In some example implementations, a
group of panel metering information entries may be tagged
with a single timestamp or two timestamps (e.g., a start time
timestamp and an end time timestamp). In addition, the
metering information generator/collector 1210 tags one or
more of the panel metering information entries or a group of
the panel metering information entries with one or more
device identifiers (block 1416) (e.g., the media terminal
identifier 402, the wireless device identifier 404, the wireless
network service provider 406, the wireless device make 408,
and/or the wireless device model 410 of FIG. 4) correspond-
ing to the wireless communication device 104 that generated
the panel metering information.

The wireless communication device 104 then determines
whether it should communicate the panel metering informa-
tion to a central collection facility (block 1418) (e.g., one or
more of the media measurement entity 102, the media
content provider 106, and the wireless communications
service provider 120). For example, the wireless communi-
cation device 104 may be configured to communicate the
panel metering information to the media content provider
106 when the amount of panel metering information stored
in the memory 1204 reaches a predetermined threshold
limit. Alternatively or additionally, the wireless communi-
cation device 104 may be configured to communicate the
panel metering information to the media content provider
106 at a predetermined time every day.

If the wireless communication device 104 determines that
it should communicate the panel metering information
(block 1418), then the communication interface 1202 com-
municates the panel metering information from the memory
1204 to the central collection facility (block 1420). After the
communication interface 1202 communicates the panel
metering information (block 1420) or if the wireless com-
munication device 104 determines that it should not com-
municate the panel metering information (block 1418), the
wireless communication device 104 determines whether it
should continue to meter other media content (block 1422).
If the wireless communication device 104 determines that it
should meter other media content (block 1422), then control
is passed back to block 1410. Otherwise, the process is
ended.
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FIG. 15 is a flowchart representative of an example
process that may be performed to obtain demographic
information associated with panel members. The operations
described in connection with FIG. 15 may be used to
implement the operation of block 1406 of FIG. 14 to
interview the panel member 108 and obtain demographic
information from the panel member 108. Initially, the wire-
less communication device 104 displays a user interface
screen having selectable options for different levels of
demographics (block 1502) to be used in the metering
program. For example, the options may include maintaining
complete anonymity (e.g., provide no demographic infor-
mation), maintain partial anonymity (e.g., provide only
wireless device identifier and/or postal zip code), and pro-
viding a substantial amount of demographic and/or personal
information.

The wireless communication device 104 then determines
whether the panel member 108 has requested to maintain
total anonymity (block 1504). If the panel member 108 has
requested to maintain total anonymity (block 1504), no
demographic information is collected (block 1506). In an
example implementation in which no demographic informa-
tion is to be used, the example metering information 1100
(FIG. 11) may be stored and transmitted to the media
measurement entity 102 without the postal zip code infor-
mation 618 (FIGS. 6 and 11) or any other information to
identify the panel member 108 associated with the example
metering information 1100.

If the panel member 108 has not requested to maintain
total anonymity (block 1504), then the wireless communi-
cation device 104 determines whether the panel member has
requested to maintain partial anonymity (block 1508). If the
panel member 108 has requested to maintain partial ano-
nymity (block 1508), then the meter 202 (FIG. 2) obtains the
wireless device identifier (e.g., the wireless device identifier
404 of FIGS. 4 and 11) from the wireless communication
device 104 and/or the postal zip code (e.g., the postal zip
code 618 of FIGS. 6 and 11) from the panel member 108
(block 1510). In this manner, the media measurement entity
102 can obtain partial or general demographic information
from the account information data structure 122 of the
wireless communications service provider 120 (FIG. 1)
based on the wireless device identifier 404 and/or the postal
zip code 618. In alternative example implementations, the
meter 202 may obtain a separate phone number other than
that of the wireless communication device 104 such as, for
example, a phone number of a wired or landline telephone
associated with the user of the wireless communication
device 104.

If the panel member 108 has not requested to maintain
partial anonymity (block 1508), the wireless communication
device 104 determines whether the panel member 108 has
elected to provide demographic information and/or personal
information via the wireless communication device 104
(block 1512). For example, the wireless communication
device 104 may present a user interface screen to the panel
member 108 having selectable options via which the panel
member 108 can select to provide demographic information
via the wireless communication device 104 or via another
method (e.g., calling a dial-in number, accessing a website
on the personal computer 124 of FIG. 1 or any other
web-enabled device). Alternatively, the panel member 108
may authorize a call back from the media measurement
entity 102 to provide demographic and/or personal informa-
tion via a phone call. In yet other alternative example
implementations, the meter 202 (FIG. 2) may be pre-
configured to instruct the panel member 108 to provide
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demographic information via a particular method (e.g., via
the wireless communication device 104, via a website, via a
dial-in number, etc.).

If the wireless communication device 104 determines that
the panel member 108 should provide demographic and/or
personal information via the wireless communication device
104 (block 1512), then the wireless communication device
104 displays a user input screen via which the panel member
108 can provide demographic and/or personal information
(block 1514). However, if the wireless communication
device 104 determines that the panel member 108 has not
elected to provide demographic and/or personal information
via the wireless communication device 104 (block 1512),
the wireless communication device 104 displays a message
instructing the panel member 108 to access a website or call
a dial-in number to provide demographic and/or personal
information (block 1516).

After the wireless communication device 104 presents the
message at block 1516 or after the wireless communication
device 104 displays the user input screen at block 1514 and
obtains demographic and/or personal information or after
the meter 202 (FIG. 2) obtains the wireless device identifier
404 and/or the postal zip code 618 of the panel member 108
at block 1510 or if the wireless communication device 104
determines that no demographic information will be
obtained from the panel member 108, the process ends and
control returns to a calling function or process such as, for
example, the example process of FIG. 14.

FIGS. 16A and 16B depict a flowchart representative of
an example process that may be performed to generate
and/or collect panel metering information. The flowchart of
FIGS. 16 A and 16B can be used to implement the operations
of block 1412 of FIG. 14 to generate and/or collect panel
metering information. In addition to generating and/or col-
lecting the panel metering information, the example appa-
ratus 1200 may store the panel metering information in the
memory 1204 in, for example, one or more of the data
structures 500 (FIG. 5), 700 (FIG. 7), 800 (FIG. 8), 900
(FIG. 9), and 1100 (FIG. 11). In some example implemen-
tations, the example apparatus 1200 may be configured to
collect some or all of the types of panel metering informa-
tion discussed below from one or more of the data structures
500 (FIG. 5), 700 (FIG. 7), 800 (FIG. 8), 900 (FIG. 9), and
1100 (FIG. 11) and store the information in the panel
metering file 204 (FIGS. 2 and 3) (e.g., an XML file) to be
communicated to a central collection facility.

To determine whether the to collect particular types of
panel metering information described below, the example
apparatus 1200 may be configured to check a configuration
bit corresponding to the particular panel metering informa-
tion to determine whether the example apparatus 1200
should collect that type of panel metering information. The
configuration bit may be set or cleared during a configura-
tion time by a person (e.g., a set-up technician) or by
configuration software. The status of each configuration bit
may be different for different devices (e.g., for different ones
of the wireless communication devices 104) based on sev-
eral factors (e.g., target market, demographic information,
time of day, day of week, etc.). In some example imple-
mentations, to determine whether the example apparatus
1200 should collect a particular type of panel metering
information, the example apparatus 1200 may additionally
or alternatively be configured to analyze information (e.g.,
data packets, media content, data transmission header infor-
mation, etc.) associated with that type of panel metering
information to determine whether the panel metering infor-
mation of interest is available for collection. For example, to
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determine whether the example apparatus 1200 should col-
lect codes (e.g., ancillary audio codes, ancillary video codes,
ancillary graphics codes, etc.) from media content, the
example apparatus 1200 may be configured to analyze the
media content to determine whether the codes are embedded
in the media content or a header of the media content and,
if so, the example apparatus 1200 can determine that it
should collect the codes. Otherwise, the example apparatus
1200 can determine that it should not collect the codes
because they are not available.

Initially, the metering information generator/collector
1210 stores the start time information 802 (FIGS. 8 and 11)
(block 1602) in the panel metering file 204 (FIG. 2). In the
illustrated example, the start time information 802 is indica-
tive of when the wireless communication device 104 started
to present the media content at block 1410 of FIG. 14. The
metering information generator/collector 1210 then deter-
mines whether it should collect data packet information
(block 1604) from the data packets used to communicate the
media content to the wireless communication device 104.
For example, the metering information generator/collector
1210 may check a configuration bit of, for example, the
example apparatus 1200 to determine whether collection of
data packet information has been enabled. Additionally or
alternatively, the metering information generator/collector
1210 can be configured to analyze each received data packet
to determine if it has meaningful information (e.g., channel
number information, channel name information, delivery
type information, service provider information, content type
information, etc.) relevant to generating the panel metering
information, and if a data packet has meaningful informa-
tion, the metering information generator/collector 1210 can
determine that it should collect the data packet information.
If the metering information generator/collector 1210 deter-
mines that it should collect data packet information (block
1604), the metering information generator/collector 1210
collects the data packet information (block 1606) from one
or more of the data packets used to receive the media
content.

After or while the metering information generator/collec-
tor 1210 collects the data packet information (block 1606) or
if the metering information generator/collector 1210 deter-
mines that it should not collect the data packet information
(block 1604), the metering information generator/collector
1210 determines whether it should collect codes (block
1608) such as, for example, ancillary audio codes, ancillary
video codes, ancillary graphics codes, etc. If the metering
information generator/collector 1210 determines that it
should collect codes, the metering information generator/
collector 1210 collects the codes (block 1610) from the
media content.

After or while the metering information generator/collec-
tor 1210 collects the codes (block 1610) or if the metering
information generator/collector 1210 determines that it
should not collect codes (block 1608), the metering infor-
mation generator/collector 1210 determines whether it
should generate signatures (block 1612) such as, for
example, audio signatures, video signatures, graphics sig-
natures, etc. In some example implementations, the metering
information generator/collector 1210 can determine that it
should generate signatures if it determines that the received
data packets do not contain meaningful information relevant
to generating metering information and/or if the media
contents do not contain ancillary codes. If the metering
information generator/collector 1210 determines that it
should generate signatures (block 1612), the metering infor-
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mation generator/collector 1210 generates the signatures
(block 1614) based on the media content.

After or while the metering information generator/collec-
tor 1210 generates the signatures (block 1614) or if the
metering information generator/collector 1210 determines
that it should not generate signatures (block 1612), the
metering information generator/collector 1210 determines
whether it should collect cell tower or transmitting tower
information (block 1616) such as, for example, the trans-
mitting tower identification information 926 of FIG. 9. If the
metering information generator/collector 1210 determines
that it should collect cell tower information (block 1616), the
metering information generator/collector 1210 collects the
cell tower information (block 1618).

After or while the metering information generator/collec-
tor 1210 collects the cell tower information (block 1618) or
if the metering information generator/collector 1210 deter-
mines that it should not collect the cell tower information
(block 1616), the metering information generator/collector
1210 determines whether it should collect location informa-
tion (block 1620). The location information may be used to
determine the location (e.g., a geographic location) or an
approximate location of the example apparatus 1200 when,
for example, the example apparatus 1200 received and/or
presented the media content. In some example implemen-
tations, the metering information generator/collector 1210
may query the location interface 1212 to determine whether
the location interface 1212 has received and/or generated
any location information and, if so, the metering information
generator/collector 1210 can determine that it should collect
the location information. If the metering information gen-
erator/collector 1210 determines that it should collect loca-
tion information (block 1620), the metering information
generator/collector 1210 collects the location information
from the location interface 1212 (block 1622).

After or while the metering information generator/collec-
tor 1210 collects the location information (block 1622) or if
the metering information generator/collector 1210 deter-
mines that it should not collect the location information
(block 1620), the metering information generator/collector
1210 determines whether it should collect transmission
quality information (block 1624) (FIG. 16B) associated with
the communication links and/or data packets used to receive
the media content. Transmission quality information may
include, for example, delay time (e.g., the IP time offset 925
of FIG. 9), signal strength (e.g., the signal strength infor-
mation 510 of FIG. 5), or any other transmission quality of
service parameter. In some example implementations, the
metering information generator/collector 1210 can be con-
figured to analyze the received information (e.g., received
data packets) to determine whether it contains transmission
quality information and, if so, the metering information
generator/collector 1210 can determine that it should collect
transmission quality information. If the metering informa-
tion generator/collector 1210 determines that it should col-
lect transmission quality information (block 1624), the
metering information generator/collector 1210 collects the
transmission quality information (block 1626).

After or while the metering information generator/collec-
tor 1210 collects the transmission quality information (block
1626) or if the metering information generator/collector
1210 determines that it should not collect the transmission
quality information (block 1624), the metering information
generator/collector 1210 determines whether it should col-
lect media quality information (block 1628). The media
quality information can include, for example, one or more of
the frames per second information 930 (FIGS. 9 and 11), the
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video resolution 932 (FIGS. 9 and 11), the audio quality 934
(FIG. 9) (e.g., audio sampling rate, stereo mode, mono
mode, etc.), and/or any other information indicative of the
quality of the media content. If the metering information
generator/collector 1210 determines that it should collect
media quality information (block 1628), the metering infor-
mation generator/collector 1210 collects the media quality
information (block 1630).

After or while the metering information generator/collec-
tor 1210 collects the media quality information (block 1630)
or if the metering information generator/collector 1210
determines that it should not collect the media quality
information (block 1628), the metering information genera-
tor/collector 1210 determines whether it should collect
media presentation information (block 1632). Media pre-
sentation information can include the media presentation
information 948 of FIG. 9 (e.g., the volume level 950, the
headset/speaker status 952, the screen contrast settings 954,
etc.) or any other type of media presentation information. If
the metering information generator/collector 1210 deter-
mines that it should collect the media presentation informa-
tion (block 1632), the metering information generator/col-
lector 1210 collects the media presentation information
(block 1634).

After or while the metering information generator/collec-
tor 1210 collects the media presentation information (block
1634) or if the metering information generator/collector
1210 determines that it should not collect the media pre-
sentation information (block 1632), the metering informa-
tion generator/collector 1210 determines whether it should
collect device status information (block 1636). The device
status information can include, for example, one or more of
the device status information described above in connection
with FIG. 5 and/or the usage information described above in
connection with FIG. 7. If the metering information genera-
tor/collector 1210 determines that it should collect device
status information (block 1636), the metering information
generator/collector 1210 collects the device status informa-
tion (block 1638).

After or while the metering information generator/collec-
tor 1210 collects the device status information (block 1638)
or if the metering information generator/collector 1210
determines that it should not collect the device status infor-
mation (block 1636), the example apparatus 1200 deter-
mines whether it should continue metering (block 1640). For
example, the example apparatus 1200 may determine
whether the presentation of media content has ended by, for
example, querying (e.g., polling) the media decoder(s) 1208
to determine whether media content is still being decoded.
If the example apparatus 1200 determines that it should
continue metering (block 1640), control returns to block
1602 (FIG. 16A). Otherwise, the metering information gen-
erator/collector 1210 stores the end time information 804
(FIGS. 8 and 11) (block 1642). In addition, the metering
information generator/collector 1210 can store a previous
viewing session end time 806 (FIGS. 8 and 11) associated
with metering a previous media content presentation. After
the metering information generator/collector 1210 stores the
time information, the example process of FIGS. 16A and
16B ends and control returns to the example process of FIG.
14.

Although the operations of the flowchart of FIGS. 16A
and 16B are described as being performed in seriatum, two
or more of the operations may be configured to be performed
in parallel. For example, when the apparatus 1200 is receiv-
ing a stream of media content via data packets and present-
ing the media content, the metering information generator/
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collector 1210 may collect data packet information from the
received data packets while it collects ancillary codes from
the presented media contents and/or generates signatures
based on the presented media content.

FIG. 17 is another flowchart representative of an example
process that may be performed to generate and/or collect
panel metering information. The flowchart of FIG. 17 may
be used to implement the operations of block 1412 of FIG.
14. The example apparatus 1200 of FIG. 12 may be con-
figured to collect some or all of the types of panel metering
information discussed below in connection with or separate
from receiving and/or presenting media content. In addition
to generating and/or collecting the panel metering informa-
tion, the example apparatus 1200 may store the panel
metering information in the memory 1204 in, for example,
one or more of the data structures 500 (FIG. 5), 700 (FIG.
7), and 1100 (FIG. 11). In some example implementations,
the example apparatus 1200 may be configured to collect
some or all of the types of panel metering information
discussed below from one or more of the data structures 500
(FIG. 5), 700 (FIG. 7), and 1100 (FIG. 11) and store this
information in the panel metering file 204 (FIGS. 2 and 3)
(e.g., an XML file) to be communicated to a central collec-
tion facility. To determine whether to collect particular types
of the panel metering information discussed below, the
example apparatus 1200 may be configured to check con-
figuration bits to determine the types of panel metering
information it should collect. Additionally or alternatively,
the example apparatus 1200 may be configured to check on
the availability of such types of panel metering information
to determine the panel metering information it should col-
lect.

Initially, the metering information generator/collector
1210 determines whether it should collect application usage
information (block 1702). Application usage information
(e.g., the application usage information 508 of FIG. 5) can
include time and duration information indicative of when
software applications on the wireless communication
devices 104 were used and software application identifica-
tion information indicative of the software applications that
were used. If the metering information generator/collector
1210 determines that it should collect application usage
information (block 1702), the metering information genera-
tor/collector 1210 collects the application usage information
(block 1704). For example, the metering information gen-
erator/collector 1210 can query the status monitor 1214
and/or the application monitor 1216 to determine when
applications are instantiated and/or executed by the wireless
communication device 104 and/or to determine the modes of
operations (e.g., play, pause, stop, skip, rewind, fast forward,
volume change, configuration settings, etc.) of the applica-
tions.

After or while the metering information generator/collec-
tor 1210 collects the application usage information (block
1704) or if the metering information generator/collector
1210 determines that it should not collect the application
usage information (block 1702), the metering information
generator/collector 1210 determines whether it should col-
lect phone call usage information (block 1706). Phone call
usage information (e.g., the call information 506 of FIG. 5)
may include time and duration information indicative of
when a wireless communication device 104 was used for
making telephone calls. If the metering information genera-
tor/collector 1210 determines that it should collect phone
call usage information (block 1706), the metering informa-
tion generator/collector 1210 collects the phone call usage
information (block 1708). For example, the metering infor-
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mation generator/collector 1210 can query the status moni-
tor 1214 to determine when telephone calls are made using
the wireless communication device 104.

After or while the metering information generator/collec-
tor 1210 collects the phone call usage information (block
1708) or if the metering information generator/collector
1210 determines that it should not collect the phone call
usage information (block 1706), the metering information
generator/collector 1210 determines whether it should col-
lect roaming information (block 1710). The roaming infor-
mation (e.g., the roaming information 706 of FIG. 7) may
include information indicative of date, time, and duration of
when a wireless communication device 104 was carried
outside of its local calling area. If the metering information
generator/collector 1210 determines that it should collect
roaming information (block 1710), the metering information
generator/collector 1210 collects the roaming information
(block 1712). For example, the metering information gen-
erator/collector 1210 can query the status monitor 1214 to
determine when the wireless communication device 104 is
roaming.

After or while the metering information generator/collec-
tor 1210 collects the roaming information (block 1712) or if
the metering information generator/collector 1210 deter-
mines that it should not collect the roaming information
(block 1710), the metering information generator/collector
1210 determines whether it should collect technical issues
information (block 1714). The technical issues information
(e.g., the technical issues information 704 of FIG. 7) may
include the time, duration, and description of technical
issues associated with the wireless communication devices
104. If the metering information generator/collector 1210
determines that it should collect technical issues information
(block 1714), the metering information generator/collector
1210 collects the technical issues information (block 1716).
For example, the metering information generator/collector
1210 can query the status monitor 1214 to determine when
the wireless communication device 104 detects technical
issues and/or a user 108 of the wireless communication
device 104 reports technical issues.

After or while the metering information generator/collec-
tor 1210 collects the technical issues information (block
1716) or if the metering information generator/collector
1210 determines that it should not collect technical issues
information (block 1714), the metering information genera-
tor/collector 1210 determines whether it should collect car-
rying device information (block 1718). The carrying device
information (e.g., the carrying device information 702 of
FIG. 7) may include information indicative of when a panel
member 108 was carrying a respective wireless communi-
cation device 104. If the metering information generator/
collector 1210 determines that it should collect the carrying
device information (block 1718), the metering information
generator/collector 1210 collects the carrying device infor-
mation (block 1720). For example, the metering information
generator/collector 1210 can query the status monitor 1214
to obtain carrying status information reported by a user 108
of the wireless communication device 104 and/or detected
automatically by the wireless communication device 104
using, for example, detectors (e.g., motion sensors, tempera-
ture sensors, electronic compasses, etc.).

After the metering information generator/collector 1210
collects the carrying device information, the example pro-
cess of FIG. 17 ends and control returns to the example
process of FIG. 14. Although the operations of FIG. 17 are
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described as occurring in seriatum, any two or more of the
operations may additionally or alternatively be performed in
parallel.

FIG. 18 is a flowchart representative of an example
process that may be performed to collect reference metering
information. Initially, the media measurement entity 102
determines whether it should collect reference metering
information for all media content delivered (e.g., broadcast,
multicast, unicast, transmitted on-demand or per request,
etc.) by the media content provider 106 (block 1802). If the
media measurement entity 102 determines that it should
collect reference metering information for all delivered
media content, then the media measurement entity 102 uses
the broadcast monitor 114 (FIGS. 1 and 3) and/or one or
more control wireless communication devices 116 (FIGS. 1
and 2) to collect all reference metering information for all
media content delivered by the media content provider 106
(block 1804).

If the media measurement entity 102 determines that it
should not collect reference metering information for all
media content delivered by the media content provider 106
(block 1802), then the media measurement entity 102 selects
particular media content and/or media content delivery times
for which to collect reference metering information (block
1806) and uses the control wireless communication device
116 and/or the broadcast monitor 114 to collect reference
metering information for the selected media content and/or
media content delivery times (block 1808). After the media
measurement entity 102 collects reference metering infor-
mation at block 1804 or block 1808, the process of FIG. 18
is ended.

FIG. 19 is a flowchart representative of an example
process that may be performed to collect panel metering
information from the wireless communication devices 104
(FIG. 1). Initially, the media measurement entity 102 deter-
mines whether it should collect panel metering information
from all of the wireless communication devices 104 (block
1902). If the media measurement entity 102 determines that
it should collect panel metering information from all of the
wireless communication devices 104 (block 1902), then the
media measurement entity 102 collects panel metering infor-
mation from all of the wireless communication devices 104
(block 1904). For example, the media measurement entity
102 may communicate a control message to all of the
wireless communication devices 104 to configure all of the
wireless communication devices 104 to transmit their panel
metering information to the media content provider 106
(FIG. 1). In some example implementations, the media
measurement entity 102 may collect panel metering infor-
mation from all wireless communication devices 104 regard-
less of whether respective owners of the wireless commu-
nication devices 104 have expressly agreed to participate in
the metering program.

However, if the media measurement entity 102 deter-
mines that it should not collect panel metering information
from all of the wireless communication devices 104 (block
1904), then the media measurement entity 102 collects panel
metering information from only a subset of all the wireless
communication devices 104 (block 1906). For example, the
media measurement entity 102 may communicate a control
message to only a select or random subset of the wireless
communication devices 104 to configure the subset of the
wireless communication devices 104 to transmit their panel
metering information to the media content provider 106
(FIG. 1). The media measurement entity 102 may periodi-
cally or aperiodically (e.g., once per day, once per week,
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etc.) select different specific or random subsets of the
wireless communication devices 104.

After the media measurement entity 102 collects the panel
metering information at block 1904 or block 1906, the media
measurement entity 102 stores the panel metering informa-
tion in the panel metering information data structure 112
(block 1908) and the process is ended.

FIGS. 20A and 20B are flowcharts representative of
example processes that may be performed to validate and
analyze panel metering information. Initially, the validator
208 obtains the panel metering information (block 2012)
from the panel metering information data structure 112
(FIGS. 1 and 13) via the panel metering information inter-
face 1302 (FIG. 13). The panel metering information may
include some or all of the types of panel metering informa-
tion collected by a wireless communication device 104 as
described above in connection with the flowcharts of FIGS.
16A, 16B, and 17. The operations of block 2012 may be
implemented using the process described below in connec-
tion with FIGS. 21A and 21B. The validator 208 then obtains
reference metering information (block 2014) from the ref-
erence metering information data structure 118 (FIGS. 1, 2,
3, and 13). The validator 208 then validates the panel
metering information (block 2016). For example, the vali-
dator 208 can validate the panel metering information that
includes types of information associated with the media
content, the media content provider 106, the transmission of
the media content, or any other panel metering information
for which the control wireless communication device 116 or
the broadcast monitor 114 would be able to generate corre-
sponding reference metering information or for which ref-
erence metering information is otherwise available for vali-
dation. The validator 208 may validate the panel metering
information based on the reference metering information by
comparing the panel metering information to the reference
metering information to ensure that the panel metering
information is accurate or trustworthy. Alternatively or addi-
tionally, the validator 208 may obtain channel lineup and
content programming information (e.g., the channel lineup
and content programming data structure 1000 of FIG. 10)
from, for example, the reference metering information data
structure 118 and validate the panel metering information
based on the channel lineup and content programming
information. In some example implementations, the valida-
tor 208 may determine, based on the panel metering infor-
mation, if the corresponding wireless communication device
104 was roaming outside of its local calling area and use the
roaming information to retrieve the channel lineup and
content programming information corresponding to the call-
ing area in which the wireless communication device 104
was roaming. Of course, the validator 208 may additionally
or alternatively validate panel metering information based
on other criteria such as, for example, roaming status, time
of day, technical issues affecting the wireless communica-
tion device 104, signal strengths received by the wireless
communication device 104, call usage information, on/off
status information, etc. An example process that may be
used to validate the panel metering information is described
below in connection with the flowchart of FIG. 20B. The
validator 208 then tags valid panel metering information
entries as valid (block 2018) in the panel metering informa-
tion data structure 112.

The analyzer 1308 (FIG. 13) then determines whether it
should analyze the panel metering information with total
anonymity (block 2020). For example, the analyzer 1308
may obtain a demographic option setting from the panel
metering information stored in the panel metering informa-
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tion data structure 112. If the analyzer 1308 determines that
it should analyze the panel metering information with total
anonymity (block 2020), then the analyzer 1308 does not
retrieve any demographic and/or personal information
(block 2022).

If the analyzer 1308 determines that it should not analyze
the panel metering information with total anonymity (block
2020), then the analyzer 1308 determines whether it should
analyze the panel metering information with partial ano-
nymity (block 2024). If the analyzer 1308 determines it
should analyze the panel metering information with partial
anonymity (block 2024), then the analyzer 1308 retrieves
the wireless device identifier 404 (FIGS. 4 and 11) and/or the
postal zip code 618 (FIGS. 6 and 11) (block 2026) from, for
example, the panel metering information stored in the panel
metering information data structure 112. The analyzer 1308
then determines general demographic information based on
the postal zip code 618 (e.g., the general demographic
information of residents living within the retrieved postal zip
code) or the demographic information interface 1306
retrieves partial demographic information based on the
wireless device identifier 404 (block 2028) from, for
example, the account information data structure 122 (FIG.
1). The demographic information interface 1306 may store
the demographic and/or personal information in the demo-
graphic information data structure 126 in the media mea-
surement entity 102 for relatively quicker access during
analyses by the analyzer 1308. In some example implemen-
tations, the demographic information interface 1306
retrieves the demographic and/or personal information from
the account information data structure 122 and stores the
demographic and/or personal information in the demo-
graphic information data structure 126.

If the analyzer 1308 determines that it should not analyze
the panel metering information with partial anonymity
(block 2024), then the demographic information interface
1306 retrieves substantial demographic and/or personal
information (block 2030) from, for example, the panel
metering information stored in the panel metering informa-
tion data structure 112.

After the demographic information interface 1306
retrieves demographic and/or personal information at blocks
2030 or block 2028 or if the demographic information
interface 1306 does not retrieve any demographic and/or
personal information at block 2022, the analyzer 1308
analyzes the panel metering information (block 2032) based
on, for example, the reference metering information, chan-
nel lineup and content programming information, and/or any
other information. In some example implementations, the
analyzer 1308 may analyze the panel metering information
based only on the panel metering information without any
other information. The report generator 1310 then generates
reports (block 2034) based on the analyses performed by the
analyzer 1308 and then the process is ended.

Turning to FIG. 20B, the illustrated flowchart is repre-
sentative of an example process that may be used to imple-
ment the operations of block 2016 (FIG. 20A) to validate the
panel metering information obtained at block 2012 (FIG.
20A). Initially, the panel metering information interface
1302 retrieves a panel metering information entry (or data
record) (block 2052) from the panel metering information
obtained at block 2012 (FIG. 20A). The validator 208 then
determines whether a corresponding reference metering
information entry from the reference metering information
retrieved at block 2014 (FIG. 20A) exists for the retrieved
panel metering information entry (block 2054). For
example, the validator 208 can identify or retrieve one or
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more of a timestamp, a channel number, a channel name,
and/or a media content provider ID from the panel metering
information entry and determine whether a reference meter-
ing information entry includes a substantially matching
timestamp (e.g., some error between timestamps may be
allowed to account for wireless device clock inaccuracies)
and/or whether a reference metering information entry
includes a channel number, a channel name, and/or a media
content provider ID that matches respective information
from the panel metering information.

If the validator 208 determines that a corresponding
reference metering information entry exists for the retrieved
panel metering information entry (block 2054), the validator
208 retrieves the reference metering information entry
(block 2056) and determines whether media identification
information in the panel metering information entry matches
media identification information in the reference metering
information entry (block 2058). For example, the validator
208 can retrieve signatures and/or codes indicative of media
content from the panel and reference metering information
entries and compare a panel metering signature to a refer-
ence metering signature and/or a panel metering code to a
reference metering code to determine whether the informa-
tion matches.

If the validtor 208 determines that the media identification
information in the panel metering information entry matches
the media identification information in the reference meter-
ing information entry (block 2058), the validator 208
retrieves technical issues information (e.g., the technical
issues information 704) from the panel metering information
entry (block 2060) and determines whether the technical
issues information is indicative of any problems that could
adversely affect the presentation of media content by the
wireless communication device 104 (block 2062). For
example, a damaged display could adversely affect a video
portion of a media content presentation, a damaged speaker
or headset interface jack could adversely affect an audio
portion of the media content presentation, damaged buttons
could adversely affect a user’s interaction with a media
content presentation, communication problems could
adversely affect reception of the media content, and other
technical issues could adversely affect other aspects of a
media content presentation.

If the validator 208 determines that the technical issues
information is not indicative of problems that could
adversely affect the presentation of media content (block
2062), the validator 208 tags the panel metering information
entry as valid (block 2064). Otherwise, if the validator 208
determines that the technical issues information is indicative
of problems that could adversely affect the presentation of
media content (block 2062), the validator 208 tags the panel
metering information entry as suspect (block 2066). The
validator 208 can also provide an explanation or reason in
the panel metering information entry for why it is tagged as
suspect. In this manner, during subsequent analysis of the
panel metering information entry, the analyzer 1308 can use
the suspect tag and/or the explanation or reason for the
suspect tag to determine an amount of media exposure credit
or media consumption credit to award, give, or attribute to
a media content presentation identified by the panel meter-
ing information entry.

After the validator 208 tags the panel metering informa-
tion entry as valid (block 2064) or suspect (block 2066), the
validator 208 determines whether a previous viewing ses-
sion end time stored in the current panel metering informa-
tion entry (e.g., the previous viewing session end time
information 806 of the data record 808c¢ of FIG. 8) matches
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a session end time stored in a previous panel metering
information entry (e.g., the end time information 804 of the
data record 8085 of FIG. 8) (block 2068). If the validator
208 determines that the previous viewing session end time
stored in the current panel metering information entry does
not match the session end time stored in the previous panel
metering information entry (block 2068), the validator 208
generates information indicating that data records are miss-
ing (block 2070) between the current and previous panel
metering information entries. The analyzer 1308 can subse-
quently use the missing records information in connection
with analyzing the panel metering information.

If the validator 208 determines that a corresponding
reference metering information entry does not exist for the
retrieved panel metering information entry (block 2054) or
that the media identification information in the panel meter-
ing information entry does not match the media identifica-
tion information in the reference metering information entry
(block 2058), the validator 208 tags the panel metering
information entry as invalid (block 2072). In some example
implementations, the validator 208 may additionally or
alternatively tag the panel metering information entry as not
associated with media content presented by the wireless
communication device 104. For example, if a microphone
(e.g., the microphone 2204 of FIGS. 22A, 22B, and 23) is
used to detect audio portions of media content presentations,
the microphone may sometimes detect audio associated with
media content presented by devices other than the wireless
communication device 104 that are in proximity to the
wireless communication device 104. Tagging the panel
metering information entry as not associated with media
content presented by the wireless communication device 104
enables the analyzer 1308 to generate analysis information
indicative of media content to which a user of the wireless
communication device 104 was exposed to or that the user
consumed, but that was not presented by the wireless
communication device 104.

After the validator 208 tags the panel metering informa-
tion entry as invalid (block 2072) or after the validator 208
generates the missing data records information (block 2070)
or if the validator 208 determines that the previous viewing
session end time stored in the current panel metering infor-
mation entry matches the session end time stored in the
previous panel metering information entry (block 2068), the
validator 208 determines whether to retrieve another panel
metering information entry (block 2074). For example, if
panel metering information entries remain to be validated,
the validator 208 can determine that it should retrieve
another panel metering information entry. If the validator
208 determines that it should retrieve another panel metering
information entry (block 2074), control returns to block
2052 and the validator 208 retrieves another panel metering
information entry. Otherwise, the process of FIG. 20B ends
and control returns to a calling process or function such as,
for example, the example process of FIG. 20A.

FIGS. 21A and 21B depict a flowchart representative of
an example process that may be performed to retrieve panel
metering information collected and/or generated by a wire-
less communication device 104. The flowchart of FIGS. 21A
and 21B may be used to implement the operations of block
2012 of FIG. 20. The operations discussed below may be
implemented by the panel metering information interface
1302 to retrieve panel metering information from the panel
metering information data structure 112 (FIGS. 1-3 and 13).
To determine the types of panel metering information that
should be retrieved, the panel metering information interface
1302 can check an analysis setting to determine the type of
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analysis that is to be performed by the analyzer 1308 (FIG.
13) and/or the type of report that is to be generated by the
report generator 1310 (FIG. 13).

Initially, the panel metering information interface 1302
retrieves the start time information 802 (FIGS. 8 and 11)
(block 2102). The panel metering information interface
1302 then determines whether it should retrieve data packet
information (block 2104). If the panel metering information
interface 1302 determines that it should retrieve data packet
information (block 2104), the panel metering information
interface 1302 retrieves the data packet information (block
2106).

After the panel metering information interface 1302
retrieves the data packet information (block 2106) or if the
panel metering information interface 1302 determines that it
should not retrieve the data packet information (block 2104),
the panel metering information interface 1302 determines
whether it should retrieve codes (block 2108) such as, for
example, ancillary audio codes, ancillary video codes, ancil-
lary graphics codes, etc. If the panel metering information
interface 1302 determines that it should retrieve codes, the
panel metering information interface 1302 retrieves the
codes (block 2110).

After the panel metering information interface 1302
retrieves the codes (block 2110) or if the panel metering
information interface 1302 determines that it should not
retrieve codes (block 2108), the panel metering information
interface 1302 determines whether it should retrieve signa-
tures (block 2112) such as, for example, audio signatures,
video signatures, graphics signatures, etc. If the panel meter-
ing information interface 1302 determines that it should
retrieve signatures (block 2112), the panel metering infor-
mation interface 1302 retrieves the signatures (block 2114).

After the panel metering information interface 1302
retrieves the signatures (block 2114) or if the panel metering
information interface 1302 determines that it should not
retrieve signatures (block 2112), the panel metering infor-
mation interface 1302 determines whether it should retrieve
cell tower information (block 2116) such as, for example,
transmitting tower identification information 926 (FIG. 9). If
the panel metering information interface 1302 determines
that it should retrieve cell tower information (block 2116),
the panel metering information interface 1302 retrieves the
cell tower information (block 2118).

After the panel metering information interface 1302
retrieves the cell tower information (block 2118) or if the
panel metering information interface 1302 determines that it
should not retrieve the cell tower information (block 2116),
the panel metering information interface 1302 determines
whether it should retrieve location information (block 2120).
If the panel metering information interface 1302 determines
that it should retrieve location information (block 2120), the
panel metering information interface 1302 retrieves the
location information from the location interface 1212 (block
2122).

After the panel metering information interface 1302
retrieves the location information (block 2122) or if the
panel metering information interface 1302 determines that it
should not retrieve the location information (block 2120),
the panel metering information interface 1302 determines
whether it should retrieve transmission quality information
(block 2124). If the panel metering information interface
1302 determines that it should retrieve transmission quality
information (block 2124), the panel metering information
interface 1302 retrieves the transmission quality information
(block 2126).
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After the panel metering information interface 1302
retrieves the transmission quality information (block 2126)
or if the panel metering information interface 1302 deter-
mines that it should not retrieve the transmission quality
information (block 2124), the panel metering information
interface 1302 determines whether it should retrieve media
quality information (block 2128). If the panel metering
information interface 1302 determines that it should retrieve
media quality information (block 2128), the panel metering
information interface 1302 retrieves the media quality infor-
mation (block 2130).

After the panel metering information interface 1302
retrieves the media quality information (block 2130) or if the
panel metering information interface 1302 determines that it
should not retrieve the media quality information (block
2128), the panel metering information interface 1302 deter-
mines whether it should retrieve media presentation infor-
mation (block 2132). If the panel metering information
interface 1302 determines that it should retrieve the media
presentation information (block 2132), the panel metering
information interface 1302 retrieves the media presentation
information (block 2134).

After the panel metering information interface 1302
retrieves the media presentation information (block 2134) or
if the panel metering information interface 1302 determines
that it should not retrieve the media presentation information
(block 2132), the panel metering information interface 1302
determines whether it should retrieve device status informa-
tion (block 2136). If the panel metering information inter-
face 1302 determines that it should retrieve device status
information (block 2136), the panel metering information
interface 1302 retrieves the device status information (block
2138).

After the panel metering information interface 1302
retrieves the device status information (block 2138) or if the
panel metering information interface 1302 determines that it
should not retrieve the device status information (block
2136), the panel metering information interface 1302 deter-
mines whether it should retrieve application usage informa-
tion (block 2140) (FIG. 21B). If the panel metering infor-
mation interface 1302 determines that it should retrieve
application usage information (block 2140), the panel meter-
ing information interface 1302 retrieves the application
usage information (block 2142).

After the panel metering information interface 1302
retrieves the application usage information (block 2142) or
if the panel metering information interface 1302 determines
that it should not retrieve the application usage information
(block 2140), the panel metering information interface 1302
determines whether it should retrieve phone call usage
information (block 2144). If the panel metering information
interface 1302 determines that it should retrieve phone call
usage information (block 2144), the panel metering infor-
mation interface 1302 retrieves the phone call usage infor-
mation (block 2146).

After the panel metering information interface 1302
retrieves the phone call usage information (block 2146) or if
the panel metering information interface 1302 determines
that it should not retrieve the phone call usage information
(block 2144), the panel metering information interface 1302
determines whether it should retrieve roaming information
(block 2148). If the panel metering information interface
1302 determines that it should retrieve roaming information
(block 2148), the panel metering information interface 1302
retrieves the roaming information (block 2150).

After the panel metering information interface 1302
retrieves the roaming information (block 2150) or if the
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panel metering information interface 1302 determines that it
should not retrieve the roaming information (block 2148),
the panel metering information interface 1302 determines
whether it should retrieve technical issues information
(block 2152). If the panel metering information interface
1302 determines that it should retrieve technical issues
information (block 2152), the panel metering information
interface 1302 retrieves the technical issues information
(block 2154).

After the panel metering information interface 1302
retrieves the technical issues information (block 2154) or if
the panel metering information interface 1302 determines
that it should not retrieve technical issues information (block
2152), the panel metering information interface 1302 deter-
mines whether it should retrieve carrying device information
(bloc 2156). If the panel metering information interface
1302 determines that it should retrieve the carrying device
information (block 2156), the panel metering information
interface 1302 retrieves the carrying device information
(block 2158).

After the panel metering information interface 1302
retrieves the carrying device information (block 2158) or if
the panel metering information interface 1302 determines
that it should not retrieve the carrying device information
(block 2156), the process of FIGS. 21A and 21B is ended
and control returns to the flowchart of FIG. 20.

FIGS. 22 A and 22B depict an example implementation of
an example wireless communication device 104 of FIGS.
1-3. In particular, FIG. 22A is a front view and FIG. 22B is
a side view of the example wireless communication device
104 used to present media content and generate panel
metering information based on the presented media content.
In the illustrated example of FIGS. 22A and 22B, the
example wireless communication device 104 is configured
to generate the panel metering information based on audio
emitted by the wireless communication device 104. As will
be readily appreciated, such audio corresponds to media
content presented by the wireless communication device
104.

In the illustrated example, the example wireless commu-
nication device 104 is provided with a speaker 2202 to emit
audio of media content received, decoded, and presented by
the wireless communication device 104. Although the
speaker 2202 is shown as being the speaker used to emit
audio associated with telephone calls made using the wire-
less communication device 104, in other example imple-
mentations, the speaker 2202 may be separate from a
speaker of the wireless communication device used to emit
audio associated with telephone calls.

To sense or detect ambient audio, the example wireless
communication device 104 is provided with a microphone
2204. In the illustrated example, the microphone 2204 is
configured to receive (e.g., sense or detect) the voice of the
user 108 in connection with telephone calls made via the
wireless communication device 104 and is configured to
translate the received voice-audio to electrical signals and
communicate the voice-audio electrical signals to a com-
munication subsystem (not shown) of the wireless commu-
nication device 104 to transmit the voice-audio information
wirelessly via a cellular communication system in connec-
tion with a telephone call. In the illustrated example, the
example wireless communication device 104 is also config-
ured to use the microphone 2204 as an ambient audio
detector to detect or sense audio emitted by the speaker 2202
related to media content presented by the wireless commu-
nication device 104. Thus, in the illustrated example, the
microphone 204 is used in connection with detecting voice-
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audio for making telephone calls and for detecting audio
emitted by the speaker 2202 to generate panel metering
information.

As shown in FIG. 22B, the speaker 2202 emits audio
signals 2212 in connection with media content presented by
the wireless communication device 104. As shown, some of
the audio signals 2212 propagate away from the wireless
communication device 104. However, some of the audio
signals 2212 such as, for example, audio signal 2212a,
propagate to the microphone 2204. The microphone 2204
detects the audio signal 2212q, and the wireless communi-
cation device 104 can generate panel metering information
based on the detected audio signal 2212a by generating
audio signatures based on the audio signal 2212a or by
extracting ancillary audio codes from the audio signal
2212a. Although the audio signal 2212a is shown as propa-
gating to the microphone 2204 outside the housing of the
wireless communication device 104, other audio signals
emitted by the speaker 2202 and detected by the microphone
2204 may propagate from the speaker 2202 to the micro-
phone 2204 inside the housing of the wireless communica-
tion device 104.

The speaker 2202 is in relatively close proximity to the
microphone 2204, and thus, the audio signal 2212a emitted
by the speaker 2202 is relatively more dominant than other
ambient audio (e.g., surrounding noise or other audio in the
general area in which the wireless communication device
104 is located) detected by the microphone 2204. A metering
process (e.g., a metering process implemented by the meter
202 of FIG. 2) used to generate and/or collect the panel
metering information can filter audio signals detected by the
microphone 2204 to identify and/or select the audio signals
emitted by the speaker 2202. For example, the metering
process can measure audio signal volume, strength, ampli-
tude, signal-to-noise ratio, etc. and compare the measured
values to threshold values used to filter out audio signals not
emitted by the speaker 2202 (e.g., room noise). In this
manner, the metering process can generate and/or collect
panel metering information corresponding to the audio sig-
nals associated with media content presented by the wireless
communication device 104 instead of other surrounding
noise or audio not generated by the speaker 2202, but
detected by the microphone 2204.

In other example implementations, a metering process
(e.g., a metering process implemented by the meter 202 of
FIG. 2) of the wireless communication device 104 can be
configured to generate signatures or collect codes associated
with any audio detected by the microphone 2204, and the
media measurement entity 102 can subsequently discard or
any generated signatures or collected codes for which ref-
erence metering information does not exist or any generated
signatures or collected codes that the media measurement
entity 102 otherwise determines are not indicative of media
content presented by the wireless communication device 104
(e.g., signatures corresponding with surrounding audio not
generated by the speaker 2202). In an alternative example
implementation, the media measurement entity 102 may be
configured to tag any generated signatures or collected codes
as being associated with media content presentations to
which a user of the wireless communication device 104 was
exposed to or consumed but that were not presented by the
wireless communication device 104. In this manner, the
meter 202 of the wireless communication device 104 may be
used to generate panel metering information based on media
content presented by media presentation device (e.g., tele-
visions, radios, video players, audio players, etc.) in prox-
imity to the wireless communication device 104 to subse-
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quently identify media content presentations to which the
user of the wireless communication device 104 was exposed
and/or which the user consumed.

In yet other example implementations, a status monitoring
process of the wireless communication device 104 can be
configured to determine when media presentation software
(e.g., an audio and/or video player, a gaming application,
etc.) is being executed by the wireless communication
device 104. A metering process can then be configured to
generate signatures and/or collect codes associated with
audio detected by the microphone 2204 only when the status
monitoring process indicates that the wireless communica-
tion device 104 is executing media presentation software. In
some example implementations, an application monitoring
process of the wireless communication device 104 can be
configured to detect operating modes of or commands (e.g.,
play, stop, pause, skip, rewind, fastforward, etc.) received by
the media presentation software, and the metering process
may be configured to generate signatures and/or collect
codes associated with audio detected by the microphone
2204 only when the application monitoring process indicates
that the media presentation software is presenting media
(e.g., is in a playback mode) instead of being in a paused or
stopped mode.

FIG. 23 is a detailed depiction of the wireless communi-
cation device 104 having a metering module 2302 config-
ured to receive audio signals from a microphone line 2304
of the wireless communication device 104. The metering
module 2302 may be used to implement the example meter
202 of FIG. 2. The wireless communication device 104 also
includes wireless communication device circuitry 2306 to
perform functions ordinarily associated with a wireless
communication device such as, for example, a handheld
cellular communication device (e.g., a cellular telephone).
The wireless communication device circuitry 2306 may be
circuitry ordinarily provided by a wireless communication
device manufacturer to enable a wireless communication
device to perform its communication functions and media
presentation functions. The metering module 2302 can be an
add-on module provided by, for example, the media mea-
surement entity 102 (FIG. 1) to generate and/or collect panel
metering information based on the media content presented
by the wireless communication device 104 using its wireless
communication device circuitry 2306. The metering module
2302 can be configured to be incorporated into a wireless
communication device in an after-market process. For
example, the media measurement entity 102 can install the
metering module 2302 into or onto the wireless communi-
cation device 104 and couple the metering module 2302 to
the microphone line 2304. In some example implementa-
tions, the metering module 2302 can be configured to be
installed internal or external to the housing of the wireless
communication device 104. The metering module 2302 may
be implemented using one or more circuit boards.

In the illustrated example, the metering module 2302
includes the metering information/generator collector 1210
of FIG. 12. The metering module 2302 is provided with an
audio sensor interface 2310 configured to be communica-
tively coupled to the microphone 2204 to receive audio
signals detected by the microphone 2204. The metering
module 2302 may also be provided with a memory 2312 to
store panel metering information and a memory interface
2314 to access the information in the memory 2312. In some
example implementations, the metering module 2302 may
also include a communication interface 2316 (e.g., a serial
communication interface) to communicatively couple the
metering module 2302 to the wireless communication
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device circuitry 2306 to communicate panel metering infor-
mation to the media measurement entity 102 via a wireless
communication interface (e.g., the communication interface
1202 of FIG. 12) of the wireless communication device 104.
For example, the communication interface 2316 of the
metering module 2302 may be communicatively coupled to
communication lines of an accessory port 2322 of the
wireless communication device 104 to enable the metering
module 2302 to control the communication operations of the
wireless communication device 104 (e.g., the metering mod-
ule 2302 may use the wireless communication device cir-
cuitry 2306 as a modem).

Although not shown in FIG. 23, the status monitor 1214
and the application monitor 1216 of FIG. 12 can be imple-
mented on the metering module 2302 and/or on the wireless
device circuitry 2306. If the monitors 1214 and 1216 are
implemented on the metering module 2302, the monitors
1214 and 1216 can be configured to monitor the operation of
the wireless device circuitry 2306 via the communication
interface 2316. For example, the wireless device circuitry
2306 can be configured to communicate messages or signals
to the accessory port 2322 indicative of its operations or
events. The communication interface 2316 can detect the
messages or signals and communicate the messages or
signals to the monitors 1214 and 1216.

In some example implementations, the metering module
2302 may be provided with an input interface 2324 config-
ured to be communicatively coupled to a speaker output
interface (e.g., output speaker lines) of the speaker 2202 to
detect audio signals emitted by the speaker 2202. In this
manner, instead of generating signatures or collecting codes
based on audio signals detected by the microphone 2204, the
metering module 2302 can generate signatures and/or collect
codes based on audio signals detected at a speaker output
interface.

In other example implementations, the meter 202 of FIG.
2 may be implemented in software and/or hardware imple-
mented in connection with the wireless communication
device circuitry 2306. In this manner, a separate module
(e.g., the metering module 2302) would not be required.

FIG. 24 depicts an example event data structure 2400 that
the meter 202 (FIGS. 2 and 3) may use to store operation
and/or status event information entries 2402q-f indicative of
the operating status of the wireless communication device
104 at different times. In particular, the metering information
generator/collector 1210 of FIG. 12 can log detected events
in the event data structure 2400 and timestamp the event
information to create the timestamped event information
entries 2402a-f based on information received from the
status monitor 1214 and the application monitor 1216 of
FIG. 12 indicative of operations or events of the wireless
communication device 104 described above in connection
with FIGS. 5, 7, 8, 9, and 11. In the illustrated example of
FIG. 24, the example entries 2402a-f indicate when the
wireless communication device 104 is turned on (e.g., the
entry 2402qa), when the wireless communication device 104
is charging (e.g., the entry 24025), when the wireless com-
munication device 104 instantiates a media presentation
application (e.g., an audio and/or video media player, a web
browser, video game, etc.) for use in presenting media
content (e.g., the entry 2402¢), when the wireless commu-
nication device 104 exits the media presentation application
(e.g., the entry 2402d), and/or when the wireless communi-
cation device 104 is turned off (e.g., the entry 2402¢).

The media measurement entity 102 can use the time-
stamped event entries 2402a-f of the event data structure
2400 to determine which generated signatures and/or col-
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lected codes correspond to media content presented by the
wireless communication device 104 and which generated
signatures and/or collected codes correspond to other ambi-
ent audio (e.g., noise or other audio emitted in areas in which
the wireless communication device 104 was located while
generating/collecting metering information) detected by the
microphone 2204 (FIGS. 22A, 22B, and 23). For example,
the media measurement entity 102 may determine that any
signatures generated (and/or codes collected) between the
times corresponding to the timestamps of the entries 24024
and 2402e correspond to or are likely to correspond to media
content presented by the wireless communication device 104
because a media presentation application of the wireless
communication device 104 was in use during that time.

FIG. 25 depicts an example signature data structure 2500
that the meter 202 (FIGS. 2 and 3) may use to store
generated signatures. In particular, the metering information
generator/collector 1210 (FIG. 12) can store generated audio
signatures in the example signature data structure 2500, and
the metering information generator/collector 1210 (FIG. 12)
can tag each signature with a respective timestamp to
generate the timestamped audio signature entries 2502a-f.
Although not shown, a data structure similar to the example
signature data structure 2500 can be used to store other types
of panel metering information such as, for example, audio
codes collected from presented media content.

In some example implementations, the status monitor
1214 and/or the application monitor 1216 (FIG. 12) may
also be configured to collect other information (e.g., meta-
data) associated with the presented media content. For
example, the monitors 1214 and 1216 may be configured to
collect media file names, media content source identifiers,
etc., and the metering information generator/collector 1210
can store the additional information in one or more other
data structures (e.g., the example data structure 1100 of FIG.
11). In some example implementations, the media file names
and/or media content sources can be used to identify the
media content presented by the wireless communication
device 104 and the generated measurement signatures (or
collected codes) can be used to determine the amount of
media content programs (e.g., songs, radio/video programs,
movies, etc.) that the wireless communication device 104
actually presented. For example, in some cases, the user 108
may elect to listen to an entire song, while in other cases, the
user 108 may listen to only a portion of a song.

FIG. 26 is a flowchart representative of an example
process that may be performed to generate signatures based
on audio detected by the microphone 2204 of FIGS. 22A,
22B, and 23. The signatures may be generated by the
metering information generator/collector 1210, which can
store the signatures in the data structure 2500 of FIG. 25 in
association with respective timestamps. Although the
example process of FIG. 26 is described in connection with
generating signatures, the example process of FIG. 26 may
additionally or alternatively be used to collect audio codes
from detected audio.

Initially, the metering information generator/collector
1210 determines whether it should generate signatures based
on all audio detected (block 2602) by, for example, the
microphone 2204 (FIGS. 22A, 22B, and 23). For example,
the metering information generator/collector 1210 may
check a configuration bit of, for example, the example
apparatus 1200 to determine whether it should generate
signatures based on all detected audio without filtering out
or discarding detected audio signals or without requiring the
wireless communication device 104 to be in a particular
operating mode (e.g., without requiring media presentation
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software to be in use). If the metering information generator/
collector 1210 determines that it should generate signatures
based on all detected audio (block 2602), the metering
information generator/collector 1210 generates signatures
based on all detected audio (block 2604) by obtaining audio
signals based on, for example, timed intervals or whenever
the microphone 2204 detects the audio signals.

If the metering information generator/collector 1210
determines that it should not generate signatures based on all
detected audio (block 2602), the metering information gen-
erator/collector 1210 determines whether it should generate
signatures based on detected audio signals having particular
characteristics (block 2606). For example, the metering
information generator/collector 1210 may generate signa-
tures based only on audio signals having a signal charac-
teristic (e.g., a volume, a strength, an amplitude, a signal-
to-noise ratio, etc.) greater than a threshold value to
substantially reduce or eliminate generating signatures asso-
ciated with audio not emitted by the wireless communication
device 104. The metering information generator/collector
1210 may check a configuration bit of, for example, the
example apparatus 1200 to determine whether it should
generate signatures based on detected audio signals having
particular characteristics. If the metering information gen-
erator/collector 1210 determines that it should generate
signatures based on detected audio signals having particular
characteristics (block 2606), the metering information gen-
erator/collector 1210 generates signatures based on detected
audio signals that have particular characteristics.

If the metering information generator/collector 1210
determines that it should not generate signatures based on
detected audio signals having particular characteristics
(block 2606), the metering information generator/collector
1210 determines whether it should generate signatures only
when a media presentation application is in use (block
2610). For example, the metering information generator/
collector 1210 may generate signatures based on audio
signals detected only when the status monitor 1214 and/or
the application monitor 1216 of FIG. 12 indicates that a
media presentation application is being executed by the
wireless communication device 104. The metering informa-
tion generator/collector 1210 may check a configuration bit
of, for example, the example apparatus 1200 to determine
whether it should generate signatures only when a media
presentation application is in use.

If the metering information generator/collector 1210
determines that it should generate signatures only when a
media presentation application is in use (block 2610), the
metering information generator/collector 1210 determines
whether it should generate signatures based on an operating
mode (e.g., a playback mode) of the media presentation
application (block 2612). For example, the metering infor-
mation generator/collector 1210 may generate signatures
based on audio signals detected only when the status moni-
tor 1214 and/or the application monitor 1216 of FIG. 12
indicates that media presentation application is in a playback
mode to present media content. That is, the metering infor-
mation generator/collector 1210 may be configured not to
generate signatures based on audio signals detected during a
time that a media presentation application is in a stop mode
or a pause mode. The metering information generator/
collector 1210 may check a configuration bit of, for
example, the example apparatus 1200 to determine whether
it should generate signatures based on an operating mode of
the media presentation application. If the metering informa-
tion generator/collector 1210 determines that it should gen-
erate signatures based on an operating mode of the media
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presentation application, the metering information genera-
tor/collector 1210 generates signatures based on an operat-
ing mode of the media presentation application (block
2614).

If the metering information generator/collector 1210
determines at block 2610 that it should not generate signa-
tures based on an operating mode of the media presentation
application (block 2612), the metering information genera-
tor/collector 1210 generates signatures based on audio sig-
nals detected any time during which the media presentation
application is in use (block 2616).

After the metering information generator/collector 1210
generates signatures in connection with blocks 2616, 2614,
2608, or 2604 or if the metering information generator/
collector 1210 determines that it should not generate signa-
tures only when a media presentation application is in use
(block 2610), the process of FIG. 26 is ended.

Although the conditions under which signatures are gen-
erated are described in the example process of FIG. 26 as
being applied separately, in other example implementations,
conditions for generating signatures may be combined. For
example, the metering information generator/collector 1210
may be configured to generate signatures only based on
audio signals having particular signal characteristics and that
were detected when a media presentation application is in
use and in a playback mode.

FIG. 27 is a flowchart representative of an example
process that may be performed to analyze signatures gen-
erated by the wireless communication device of FIGS. 1-3,
22A, 22B, and 23. In other example implementations, the
example process of FIG. 27 may additionally or alterna-
tively be used to analyze collected codes. The example
process of FIG. 27 may be performed by the example system
1300 of FIG. 13 based on panel metering information
received from the wireless communication devices 104.

Initially, the panel metering information interface 1302
retrieves wireless communication device status information
(block 2702) (e.g., the status information of FIG. 24) and
signatures (block 2704) (e.g., the signatures of FIG. 25)
from the panel metering information data structure 112
(FIGS. 1-3 and 13). The analyzer 1308 then determines the
times during which media presentation applications were
executed by the wireless communication device 104 (block
2706). For example, the analyzer 1308 can retrieve the
timestamps associated with status entries (e.g., the status
entries 24024 and 2402¢ of FIG. 24) indicative that a media
presentation application was instantiated and exited and
based on the retrieved status entries determine the times
during which one or more media presentation applications
were in use.

The analyzer 1308 then selects signatures having time-
stamps corresponding to the times during which one or more
media presentation applications were in use (block 2708).
The analyzer 1308 can then analyze the selected signatures
(block 2710), for example, as described above in connection
with the example process of FIG. 20. The example process
of FIG. 27 is then ended.

In some example implementations, the analyzer 1308 may
additionally or alternatively analyze signatures based on
operating modes of media presentation applications. For
example, the analyzer 1308 may retrieve timestamps asso-
ciated with status entries (e.g., the usage data 936 of FIGS.
9 and 11) indicative of operating modes of the media
presentation applications to determine when the media pre-
sentation applications were actually presenting media con-
tent (e.g., were in a playback mode), and the analyzer 1308
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can retrieve only signatures that were generated when the
media presentation applications were actually presenting
media content.

FIG. 28 is a block diagram of an example processor
system that may be used to execute machine readable
instructions to perform the example processes of FIGS. 14,
15, 16A, 16B, 17-19, 20A, 20B, 21A, 21B, 26, and 27 to
implement the example systems and/or methods described
herein. As shown in FIG. 28, the processor system 2810
includes a processor 2812 that is coupled to an interconnec-
tion bus 2814. The processor 2812 includes a register set or
register space 2816, which is depicted in FIG. 28 as being
entirely on-chip, but which could alternatively be located
entirely or partially off-chip and directly coupled to the
processor 2812 via dedicated electrical connections and/or
via the interconnection bus 2814. The processor 2812 may
be any suitable processor, processing unit or microprocessor.
Although not shown in FIG. 28, the system 2810 may be a
multi-processor system and, thus, may include one or more
additional processors that are identical or similar to the
processor 2812 and that are communicatively coupled to the
interconnection bus 2814.

The processor 2812 of FIG. 28 is coupled to a chipset
2818, which includes a memory controller 2820 and an
input/output (I/O) controller 2822. As is well known, a
chipset typically provides I/O and memory management
functions as well as a plurality of general purpose and/or
special purpose registers, timers, etc. that are accessible or
used by one or more processors coupled to the chipset 2818.
The memory controller 2820 performs functions that enable
the processor 2812 (or processors if there are multiple
processors) to access a system memory 2824 and a mass
storage memory 2825.

The system memory 2824 may include any desired type
of'volatile and/or non-volatile memory such as, for example,
static random access memory (SRAM), dynamic random
access memory (DRAM), flash memory, read-only memory
(ROM), etc. The mass storage memory 2825 may include
any desired type of mass storage device including hard disk
drives, optical drives, tape storage devices, etc.

The 1/O controller 2822 performs functions that enable
the processor 2812 to communicate with peripheral input/
output (/O) devices 2826 and 2828 and a network interface
2830 via an I/O bus 2832. The 1/O devices 2826 and 2828
may be any desired type of I/O device such as, for example,
a keyboard, a video display or monitor, a mouse, etc. The
network interface 2830 may be, for example, an Ethernet
device, an asynchronous transfer mode (ATM) device, an
802.11 device, a digital subscriber line (DSL) modem, a
cable modem, a cellular communication interface, etc. that
enables the processor system 2810 to communicate with
another processor system.

While the memory controller 2820 and the /O controller
2822 are depicted in FIG. 28 as separate functional blocks
within the chipset 2818, the functions performed by these
blocks may be integrated within a single semiconductor
circuit or may be implemented using two or more separate
integrated circuits.

Although certain methods, apparatus, systems, and
articles of manufacture have been described herein, the
scope of coverage of this patent is not limited thereto. To the
contrary, this patent covers all methods, apparatus, systems,
and articles of manufacture fairly falling within the scope of
the appended claims either literally or under the doctrine of
equivalents.
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What is claimed is:

1. An apparatus to generate media metering information
associated with a wireless communication device, the appa-
ratus comprising:

a meter to:

generate first information indicative of a media presen-
tation mode of a media presentation application
executed by the wireless communication device dur-
ing a presentation of media received and presented
via the wireless communication device, the media
including scheduled programming that is broad-
casted or multicasted simultaneously to a plurality of
other wireless communication devices during a pre-
scheduled time; and

generate second information indicative of the media
presented via the wireless communication device;
and

a memory to:

store the first information in association with the sec-
ond information in the wireless communication
device; and

store third information in association with the first and
second information, the third information to be
indicative of at least one of a location of a cell tower
used to transmit the media to the wireless commu-
nication device, an identifier of the cell tower, or an
identifier of a wireless network access point used to
transmit the media.

2. The apparatus as defined in claim 1, wherein the meter
is further to extract identification information associated
with the media from a data packet associated with receiving
the media.

3. The apparatus as defined in claim 1, wherein the meter
is further to:

extract at least one of an audio code or a video code from

the media, the extracted code to identify at least one of
the media, a media provider, or a media programming
provider channel number used to communicate the
media; and

generate the second information based on the extracted

code.

4. The apparatus as defined in claim 1, wherein the meter
is further to:

generate a signature based on the media, the signature

being at least one of an audio signature or a video
signature; and

generate the second information based on the signature.

5. The apparatus as defined in claim 1, wherein the
memory is further to store location information in associa-
tion with the second information, the location information
indicative of a location of the wireless communication
device.

6. The apparatus as defined in claim 1, wherein the media
presentation mode is at least one of a pause mode, a play
mode, a stop mode, a fast forward mode, or a rewind mode.

7. The apparatus as defined in claim 1, wherein the meter
is located in the wireless communication device.

8. An apparatus to process metering information, the
apparatus comprising:

a memory to:

store a first data structure including reference metering
information generated by a first wireless communi-
cation device and indicative of a plurality of media
received at the first wireless communication device
from a transmitting entity; and

store a second data structure including panel metering
information generated by a second wireless commu-
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nication device and indicative of at least some of the
media received by the second wireless communica-
tion device; and

a validator to determine the validity of the panel metering

information based on the reference metering informa-
tion.

9. The apparatus as defined in claim 8, wherein the
validator is to determine the validity of the panel metering
information by comparing first data in the panel metering
information to second data in the reference metering infor-
mation.

10. The apparatus as defined in claim 9, wherein the first
data is associated with a first timestamp, and the validator is
to select the second data based on a second timestamp of the
second data corresponding to the first timestamp.

11. The apparatus as defined in claim 9, wherein the first
data and the second data include channel information, date
information, and time information.

12. The apparatus as defined in claim 8, wherein the panel
metering information is representative of the second wire-
less communication device switching between a plurality of
channels and obtaining at least some of the media content
provided via each channel.

13. The apparatus as defined in claim 8, wherein the panel
metering information includes at least one of a service
provider identifier, a content type identifier, a program
identifier, or a channel identifier.

14. The apparatus as defined in claim 8, wherein the
plurality of media is received at the first wireless commu-
nication device from the transmitting entity via a cellular
network.

15. An apparatus to generate media metering information
associated with a wireless communication device, the appa-
ratus comprising:

an interface to obtain first information indicative of media

presented via a wireless communication device;
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a validator to generate second information indicative of a
technical issue corresponding to the operability of the
wireless communication device that affects user-con-
sumption of the media during a presentation of the
media; and
a memory to:
store the first information in association with the sec-
ond information; and

store timestamp information in association with the first
information and the second information, the time-
stamp information to include a first timestamp stored
in association with the first information and a second
timestamp stored in association with the second
information, and a substantial match between the
first and second timestamps to indicate that the
technical issue occurred during a presentation of the
media.

16. The apparatus as defined in claim 15, wherein the
technical issue is indicative of a problem with at least one of
hardware, software, or communications.

17. The apparatus as defined in claim 15, wherein the
validator is to generate the second information by tagging
the first information as suspect and providing a reason for
tagging the first information as suspect.

18. The apparatus as defined in claim 15, further including
an analyzer to use the second information to determine the
amount of media exposure credit or media consumption
credit to attribute to a media presentation indicated by the
first information.

19. The apparatus as defined in claim 15, wherein the
memory is further to store time information indicative of a
duration for which the media was presented via the wireless
communication device.

20. The apparatus as defined in claim 15, further including
a report generator to correlate the user-consumption of the
media with data transmission quality.
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